OWNER:

SMUGGLER'S GROUP, LLC
CLAYTON SYFRETT

OWNER

331 MAGNOLIA AVE

PANAMA CITY, FL 32401
850-832-2542

E-MAIL: Clayton@sdf-law.com

ENGINEER OF RECORD:

ANCHOR CONSULTING ENGINEERING
AND INSPECTION, INC.

ELIZABETH S. MOORE, P.E.
PRESIDENT

450 MAGNOLIA AVENUE

PANAMA CITY, FL 32404

850-814-6629

E-MAIL: emoore@anchorcei.com

CONTRACTOR:
TBD

ANCHOR CEl QUALITY CONTROL TRACKING

RELEASE: %MM/PER“"/B'D/R BY DATE
|wmewmmwuw INITIALS YY/MM,/DD
QUALITY CONTROL
GREEN = OKAY / RED = CORRECTION / BLUE = NOTE INITIALS YY/MM/DD
BY PROFESSIONAL
BLUE CHECK = OKAY / BLUE X—OUT = NO CHANGE INIMALS YY/MM/DD
MADE BY
BLACK INITIALS YY/MM,/DD
BY QUALITY CONTROL

CONSTRUCTION PLANS

SMUGGLERS COVE

MARINA DEVELOPMENT

PERMITTING USE ONLY

5612 HWY 98 BUS E

PANAMA CITY, FLORIDA
SECTION 24 - TOWNSHIP 4 SOUTH - RANGE 14 WEST

PARCEL ID: 25801-000-000, 25802-010-000, &

25804-000-000

' VEST PALH
b

PALM

BEACH

relsr 15 )

EEEEEE ﬂ
°°°°°° d44
LEWISTON

FORT
LAUDERDALE

VICINITY
MAP

DATE: August 28, 2025

LOCATION
MAP

P.850.215.1285 + F.850.215.1286

450 Magnolia Avenue, Panama City, FL 32401
CA Number: 31422

CERTIFICATE OF AUTHORIZATION No.: 31422
ELIZABETH S. MOORE, P.E. No.: 57607

THE ABOVE NAMED PROFESSIONAL ENGINEER
SHALL BE RESPONSIBLE FOR THE FOLLOWING
SHEETS INDICATED BY (*) IN ACCORDANCE
WITH RULE 61G15-23.005, F.A.C.

INDEX OF SHEETS

(*) CE0.0

CEO.1
(*) CEO.2
(*) CEO.3
(*) CE0.4
(*) CE1.0
(*) CE1.1
(*) CE1.2
(*) CEL.3
(*) CE2.0

CE2.1

COVER SHEET (THIS SHEET)

TOPOGRAPHIC SURVEY

GENERAL NOTES

STORMWATER POLLUTION PREVENTION PLAN
STORMWATER POLLUTION PREVENTION PLAN
DEMOLITION, CLEARING & GRUBBING SITE PLAN
SITE IMPROVEMENTS PLAN

SITE GRADING & DRAINAGE PLAN

STORM POND 1 DETAILS

CONSTRUCTION DETAILS

UTILITY DETAILS

THIS ITEM HAS BEEN DIGITALLY SIGNED AND SEALED BY:

Elizabeth S.

Elizabeth S. Moore, PE 57607 State of Florida
Elizabeth S. Moore, State of Florida , Professional
Engineer, License No. 57607. This document has

been digitally signed and sealed by Eliizabeth Moore
M O O re P E 5 7 60 70n the date indicated. Printed copeis of this document
)

are not considered signed and sealed and the and the
signature must be verified on any electronic copies.

State Of Flonda 52'225..1018.29 15:23:29-05'00"

PRINTED COPIES OF THIS DOCUMENT ARE NOT CONSIDERED
SIGNED AND SEALED AND THE SIGNATURE MUST BE VERIFIED
ON ANY ELECTRONIC DOCUMENTS.



100"

50°

. | |! | :Ir' .' o B . ‘,
Iql o | E | j //,/ S .
S | I A | | ’ | ':
/ fj ,«;Jf‘é ."I |I ! ' ,II ! o, /// | |
: SLS R SERVICE POLE | |
: b CONGWALL | [ rwm-r 2 PONER - SOUTHERN LIGHT
siz // ’,’coNg/ GOLUMN /6 CHAIN LINK FENCE IN DISREPAIR SPHALT DRIVE METER?//"/ Y FIBER OPTIC MARKER
L T N s ' o = . FIBER
. g . AT 'f_\)f {0 i
“-E—- E\u._‘! f"{.r,, -’J". - J-’% .\I{A’)I ) /ﬁ ® \;_..-' O . I%E/_’&,‘ “ﬁj : {_y OpTlc
: S e ; AR/ CHAIN LINK FENCE
SRS o0 D /J‘y ; . 4
. e | L 4 '\:{\y %Y
LIGHT ATTACHED ANCHOR— / R SANITARY SEWER MANHOLE
T0 PILING , - D MAILBOXES M N.RIMEL. = 14.40
, P o /. SE INV. EL. = 638
, A i 1 G —p s/ &R~ SNINVEL = 660
PITTS BATOU oo
o y ? , . S e o )
RSy A/ AN s : . il TRAFFIC CONTROL BOX
S A RN (g P - / 6" WATER MAIN
DENOTES PILING / “IOOD WALL a S e—@r}, P—m A 2 < /4
DOCK \ '@ ﬁ o A NN 1’3 —o— ) lﬁy o N7\
P ,f : G 's
BOAT— B~ DNEFENCE .~ [} g o° i o °
RPRAP L @S F ) oITE BENCHMARK #2
WOOD SEANALL (S%J 4 ZET NAIL ¢ DISK LB NO. 2312
— % 4 IN CONCRETE WALK
32 i\ / ELEVATION = 13.03
/// - LD)'MS --ﬂ._. . ,\.j \& $ $
Dk O\ - o2 o~
5 N 16513 2.2%81 Y
cong; BLOCK WALL— ¥ e ALMINMA) /4 RAFFIC
o A~ GHED .
CONC. HN.L V"I’TTH NQOD T(;EE)Z:I,EI?;I;TER . LSHED L/ «/%J 7T ”l CONTROL BOX
- - - | ;_I' e 4
S D FEATHERIEAD N Y TRAFFIC CONTROL Q)
-7 -~ MOUNTED ONHOUS L D ! A FIBER DUCT BANK AL
T DM UNITY FIBER e
L A ) B . X L ?; OPTIC LINE w
- " - . TRANSFORMER R VAP ——— NN
- - , ./'/ y ’ s -7 '_.-'1 FPOLE .f_h . .” %
¢ ; . oS Ay . . p) ~
-~ /4 s i - . e ”
s ‘ ¥ o - SANITARY SEAER MANHOLE ./ PO s Q)
_~SANITARY SENER MANHOLE L NRME. 20t C M Q)
LA " N.RIMEL, = 1524 5. INV. EL. = 10494 ) , 0/ K® N
a Rt NE NV F - d10 S INV. ELi' =029 .- ® L6 ’.}‘!éjﬂ ‘J
//. . . : . | " o~ .f-_ 4 &
SE INV. EL. = 864 . : MALBOXES - (D N > Pe
. | N\ <~ SR BURIED ELEC.
| Py ESEEHIJHFE’ A / CURB INLET

WIRE-FENCE-- HOUSE  /* CURB—, A5 ATET FIBER OPTIC LINE

-~

i

L gy Vo s N M TRAFFIC CONTROL BOX \g-
T N e : S DETECTABLE WARNING SURFACE \2\
B g

o AVE Hovee—d8 N/ (I RN / SIDENALK RAMP 0
o 5 SITE BENCHMARK #] i TRAFFIC CONTROL POLE N
5. S TRAFFIC CONTROL BOX e
Ay SET NAL ¢ DisK LB No. 2312 . e OLE W ELEC. BOX
S Y ON CONCRETE WALL LR : - (f)
St @A ELEVATIOH 13.78 -~ TRAFFIC CONTROL BOX
RC h N TWO (2) COMM BOXES Q"
s D T A METAL POLE FOR BILLBOARD

SANITARY SEWER MANHOLE
N.RIMEL. = 408 .
NA INV. EL. = 1.28 -
NE INV. EL. = 7.78 )
SWINV.EL. =723 -~

-

J COMMUNICATION BOX
/Q ATTACHED TO UTILITY POLE

TOPOGRAPHIC SURVEY OF 5612 EAST BUSINESS HIGHWAY 98

SYMBOLS & ABBREVIATIONS

POC. POINT OF COMMENCEMENT
POB. POINT OF BEGINNING
N NORTH
5 SOUTH
E EAST
W WEST
SEC. SECTION
T TOWNSHIP
R RANGE
° DEGREES
' MINUTES OR FEET
" SECONDS OR INCHES
FD. FOUND
RLS REGISTERED LAND SURVEYOR
LS LAND SURVEYOR
LB LAND SURVEYOR BUSINESS
NO. NUMBER
|.D. IDENTIFICATION
CONC. CONCRETE
ROMN. RIGHT OF WAY
t MORE OR LESS
NAVD NORTH AMERICAN VERTICAL DATUM
EL. ELEVATION
PVC POLYVINYL CHLORIDE
CMP CORRUGATED METAL PIPE
INV. INVERT
o TELEPHONE PEDESTAL
® GAS MARKER
. BOLLARD
ba SPIGOT AND WATER METER
v FIRE HYDRANT
WATER METER
= BACKFLOW PREVENTER
© CLEANOUT
hu LIGHT POLE
<& UTILITY POLE
e GUY ANCHOR
TRANSFORMER
P AERIAL UTILITY LINE
G GAS MAIN
® TELEPHONE PEDESTAL
FIBER OPTIC MARKER
® POWER BOX
e ELECTRIC METER
® SEWER STUBOUT
] CONCRETE
L] WOOD DECK/PORCH

SURVEYOR NOTES:

ELEVATIONS AND BENCHMARKS SHOWN HEREON ARE BASED ON THE NOTED ELEVATION
REFERENCE. USE OF THE BENCHMARKS FOR VERTICAL CONTROL SHOULD BE PERFORMED
IN ACCORDANCE WITH STANDARDS OF PRACTICE FOR PROFESSIONAL SURVEYORS AND
MAPPERS AS QUTLINED IN RULE 5J-IT, FLORIDA ADMINISTRATIVE CODE. PRIOR TO
UTILIZING THE BENCHMARKS FOR VERTICAL CONTROL, USER SHALL CHECK PROVIDED
BENCHMARKS TO ENSURE THAT THEY HAVE NOT BEEN DISTURBED AND THAT THEY ARE
RELATIVE TO EACH OTHER.

THE UNDERGROUND UTILITIES SHOWN HEREON HAVE BEEN LOCATED FROM FIELD SURVEY
INFORMATION AND VERBAL LOCATION BY THE UTILITY OWNERS. THE SURVEYOR MAKES
NO GUARANTEE THAT THE UNDERGROUND UTILITIES SHOWN COMPRISE ALL SUCH UTILITIES
IN THE AREA, EITHER IN SERVICE OR ABANDONED. THE SURVEYOR FURTHER DOES NOT
NARRANT THAT THE UNDERGROUND UTILITIES SHOWN ARE IN THE EXACT LOCATION
INDICATED, ALTHOUGH HE DOES CERTIFY THAT THEY ARE LOCATED AS ACCURATELY AS
POSSIBLE FROM INFORMATION AVAILABLE. THE SURVEYOR HAS NOT PHYSICALLY
LOCATED THE UNDERGROUND UTILITIES.

A REVIEW OF FLOOD INSURANCE RATE MAP NUMBER 12005C042TH FOR BAY COUNTY,
FLORIDA, AND INCORPORATED AREAS, COMMUNITY PANEL NUMBER 120011 04217 H,
EFFECTIVE DATE: JUNE 2, 2004, INDICATES THAT THE PROPERTY SHOWN HEREON 15
WITHIN ZONES AE (EL. 9), AE (EL. 8) AND X, AS INDICATED.

THE SYMBOL USED TO SHOW TREE LOCATION IN NO WAY REPRESENTS TRUNK SIZE OR
SPREAD OF LIMBS.

SEE SHEET 2 FOR RELATIVE TREE LOCATION AND DESCRIPTION.

BUCHANAN & HARPER, INC.
ENGINEERING o PLANNING o SURVEYING o LANDSCAPE ARCHITECTURE
CERTIFICATE OF AUTHORIZATION NUMBER: 2372
735 WEST 11TH STREET — PANAMA CITY, FLORIDA 32401 — TELEPHONE (B50) 763—7427

THE UNDERSIGNED, W. TODD TINDELL , FLORIDA LAND SURVEYOR MNO. 4458 , HEREBY CERTIFIES THAT THE SURVEY AND/OR INFORMATION
SHOWN HEREON CONFORMS TO THE STANDARDS OF PRACTICE FOR PROFESSIONAL SURVEYORS AMND MAPPERS AS QUTLINED 1N RULE 5J-17, FLORIDA ADMINISTRATIVE CODE,

oar oF _ TOPOGRAPHIC SURVEY soue _1"=50

SURVEYED M DRAWN MOIMPRO\-‘EHENTS VISIBLE AS SHONN
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GENERAL PROVISIONS

1.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

THE CONTRACTOR SHALL OBTAIN FROM THE OWNER COPIES OF ALL AVAILABLE REGULATORY AGENCY PERMITS AND
LOCAL AGENCY PERMITS.

CONTRACTOR, AS PART OF THE BASE BID, SHALL FIELD LOCATE ALL UNDERGROUND UTILITIES WITHIN THE PROJECT AREA
WITHIN THE 30 DAYS OF PROJECT AWARD. CONTRACTOR SHALL REVIEW THE PLANS AND SHALL NOTE ANY
DISCREPENCIES TO THE ENGINEER IMMEDIATELY.

CONTRACTORS, AS PART OF THE BASE BID, SHALL PROVIDE ALL COORDINATION WITH UTILITY PROVIDERS TO PROVIDE
FOR THE MATERIALS AND WORK NEEDED TO PROVIDE SERVICES TO THE PROJECT.

CONTRACTOR SHALL BE RESPONSIBLE TO PROVIDE FOR ALL DEMOLITION OF ABOVE GROUND AND UNDERGROUND
IMPROVEMENTS IN ORDER TO CONSTRUCT THE PROPOSED IMPROVEMENTS NOTED ON THE PLANS. UNLESS APPROVED IN
WRITING FROM THE OWNER, ALL MATERIALS SHALL BE REMOVED FROM THE SITE AS PART OF THE BASE BID.

ALL DETAILS AND REFERENCES TO FDOT REFER TO THE LATEST EDITION OF THE FDOT DESIGN STANDARDS.

CONTRACTOR SHALL REFER TO ARCHITECTURAL PLANS AND SPECIFICATIONS FOR ACTUAL LOCATION OF ALL UTILITY
ENTRANCES TO INCLUDE SANITARY SEWER LATERALS, DOMESTIC AND FIRE PROTECTION WATER SERVICE, ELECTRICAL,
TELEPHONE AND GAS SERVICE. CONTRACTOR SHALL COORDINATE INSTALLATION OF UTILITIES, IN SUCH A MANNER AS TO
AVOID CONFLICT AND ASSURE PROPER DEPTHS ARE ACHIEVED AS WELL AS COORDINATING WITH UTILITY REQUIREMENTS
AS TO LOCATION AND SCHEDULING FOR TIE-INS/ CONNECTIONS PRIOR TO CONNECTING TO EXISTING UTILITIES.

CONTRACTOR AND HIS SURVEYOR SHALL NOTE THE PROJECT BENCHMARK INFORMATION PROVIDED IN THE PLANS AND
VERIFY PRIOR TO CONSTRUCTION.

ALL CONSTRUCTION PROJECTS 1 OR MORE ACRES IN SIZE THAT DISCHARGE TO OFFSITE AREAS ARE REQUIRED TO
COMPLY WITH THE REQUIREMENTS OF THE NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES) GENERAL
PERMIT FOR STORMWATER DISCHARGE FROM SMALL AND LARGE CONSTRUCTION ACTIVITIES. IN ORDER TO MEET NPDES
REQUIREMENTS, THE CONTRACTOR IS RESPONSIBLE FOR IMPLEMENTING, INSPECTING, MAINTAINING, AND REPORTING ON
ALL ELEMENTS OF THE SWPPP, COMPLETING AND SUBMITTING THE REQUIRED NOTICE OF INTENT (NOI) AND NOTICE OF
TERMINATION (NOT) FORMS AS THE OPERATOR, AND PAYING ALL ASSOCIATED FEES. FOR PROJECTS LESS THAN 1 ACRE
IN SIZE THAT ARE NOT REQUIRED TO COMPLY WITH THE NPDES GENERAL PERMIT, THE CONTRACTOR IS STILL
RESPONSIBLE FOR IMPLEMENTING AND MAINTAINING EROSION AND SEDIMENT CONTROL MEASURES PRIOR TO AND
DURING CONSTRUCTION IN ACCORDANCE WITH THE DRAWINGS AND SPECIFICATIONS.

UNLESS OTHERWISE NOTED ON THE PLANS, THE CONTRACTOR SHALL USE THE GEOMETRY PROVIDED ON THE
CONSTRUCTION PLANS. BENCHMARK INFORMATION SHALL BE PROVIDED TO THE CONTRACTOR BY THE OWNER OR
OWNER'S SURVEYOR. ANY DISCREPANCIES BETWEEN FIELD MEASUREMENTS AND CONSTRUCTION PLAN INFORMATION
SHALL BE BROUGHT TO THE ATTENTION OF THE ENGINEER IMMEDIATELY.

BASE SURVEY INFORMATION INCLUDING BUT NOT LIMITED TO ELEVATIONS, EASEMENTS, RIGHTS OF WAY, AND OTHER
TOPOGRAPHIC INFORMATION HAS BEEN PREPARED BY OTHER PROFESSIONALS. ANCHOR CEl, INC. ASSUMES NO
RESPONSIBILITY FOR THE ACCURACY OF THIS INFORMATION.

THIS SET OF PLANS MAY CONTAIN DRAWINGS PREPARED BY OTHER PROFESSIONALS, WHICH CONTAIN THE NAME,
ADDRESS, AND LOGO OF THE PROFESSIONAL. ANCHOR CEl, INC. IS NOT RESPONSIBLE FOR DRAWINGS PREPARED BY
OTHER PROFESSIONALS.

THE CONTRACTOR SHALL SUBMIT ONE ELECTRONIC COPY OF SHOP DRAWINGS TO THE ENGINEER TO KEEP FOR HIS
RECORDS. THE ENGINEER WILL NOT PROVIDE FOR APPROVAL OF SHOP DRAWINGS, IT IS THE RESPONSIBILITY OF THE
CONTRACTOR TO REVIEW ALL MATERIALS FOR ACCURACY PRIOR TO ORDERING THE MATERIALS. ANY DESCREPENCIES
IDENTFIED BY THE CONTRACTOR SHALL BE BROUGHT TO THE ATTENTION OF THE ENGINEER IMMEDIATELY.

PROTECT BENCHMARKS, PROPERTY CORNERS, AND OTHER SURVEY MONUMENTS FROM DAMAGE OR DISPLACEMENT. IF
MARKER NEEDS TO BE REMOVED IT SHALL BE REFERENCED BY LICENSED LAND SURVEYOR AND REPLACED, AS
NECESSARY, BY SAME.

THE CONTRACTOR IS RESPONSIBLE FOR ALL QUALITY CONTROL TESTING. AS A MINIMUM, TESTING SHALL INCLUDE A)
PIPING AND STRUCTURAL EXCAVATION, BEDDING AND BACKFILL MATERIALS AND DENSITY TESTS; B) DETERMINATION OF
COMPACTIVE EFFORT NEEDED FOR COMPLIANCE WITH THE DENSITY REQUIREMENTS; C) PORTLAND CEMENT CONCRETE
AND ASPHALT PAVING QUALITY CONTROL TESTING INCLUDING DESIGN MIX REVIEW, MATERIALS, FIELD SLUMP AND AIR
CONTENT, AND FIELD AND LAB CURED STRENGTH SAMPLES AND TESTING.

IN ADDITION TO QUALITY CONTROL TESTING, THE CONTRACTOR SHALL BE RESPONSIBLE FOR REQUIRED TESTING OR
APPROVALS FOR ANY WORK (OR ANY PART THEREOF) IF LAWS OR REGULATIONS OF ANY PUBLIC BODY HAVING
JURISDICTION SPECIFICALLY REQUIRE TESTING, INSPECTIONS OR APPROVAL. THE CONTRACTOR SHALL PAY ALL COSTS IN
CONNECTION THEREWITH AND SHALL FURNISH THE OWNER AND ENGINEER THE REQUIRED CERTIFICATES OF INSPECTION,
TESTING OR APPROVAL.

ANY DESIGN OR TESTING LABORATORY UTILIZED BY THE CONTRACTOR SHALL BE AN INDEPENDENT LABORATORY
ACCEPTABLE TO THE OWNER AND THE ENGINEER, APPROVED IN WRITING, AND COMPLYING WITH THE LATEST EDITION OF
THE "RECOMMENDED REQUIREMENTS FOR INDEPENDENT LABORATORY QUALIFICATION", PUBLISHED BY THE AMERICAN
COUNCIL OF INDEPENDENT LABORATORIES.

TESTING RESULTS SHALL BE PROVIDED TO THE OWNER/OPERATOR AND THE ENGINEER. ALL TEST RESULTS SHALL BE
PROVIDED (PASSING AND FAILING) ON A REGULAR AND IMMEDIATE BASIS.

THE ENTIRE PROJECT SITE SHALL BE THOROUGHLY CLEANED AT THE COMPLETION OF THE WORK. CLEAN ALL INSTALLED
PIPELINES, STRUCTURES, SIDEWALKS, PAVED AREAS, ACCUMULATED SILT IN PONDS, PLUS ALL ADJACENT AREAS
AFFECTED BY CONSTRUCTION, AS DIRECTED BY THE OWNER OR JURISDICTIONAL AGENCY. EQUIPMENT TO CLEAN THESE
SURFACES SHALL BE SUBJECT TO APPROVAL BY THE OWNER.

ALL DISTRUBED AREAS WITHIN RIGHT OF WAYS SHALL BE SODDED.

CONTRACTOR SHALL COMPLY TO THE FULLEST EXTENT WITH THE LATEST STANDARDS OF OSHA DIRECTIVES OR ANY
OTHER AGENCY HAVING JURISDICTION FOR EXCAVATION AND TRENCHING PROCEDURES. THE CONTRACTOR SHALL USE
SUPPORT SYSTEMS, SLOPING, BENCHING AND OTHER MEANS OF PROTECTION. THIS TO INCLUDE BUT NOT BE LIMITED,
FOR ACCESS AND EGRESS FROM ALL EXCAVATION AND TRENCHING. CONTRACTOR IS RESPONSIBLE TO COMPLY WITH
PERFORMANCE CRITERIA FOR OSHA.

THE CONTRACTOR SHALL RECOGNIZE AND ABIDE BY ALL OSHA EXCAVATION SAFETY STANDARDS, INCLUDING THE
FLORIDA TRENCH SAFETY ACT (90-96, LAWS OF FLORIDA). ANY MATERIAL, CONSTRUCTION METHODS, OR MATERIAL COST
TO COMPLY WITH THESE LAWS SHALL BE INCIDENTAL TO THE CONTRACT.

CONTRACTOR MUST STOP OPERATION AND NOTIFY THE OWNER FOR PROPER DIRECTION IF ANY ENVIRONMENTAL OR
HEALTH RELATED CONTAMINATE IS ENCOUNTERED DURING EXCAVATION.

UTILITY GENERAL NOTES

1.

10.

THE UTILITY DATA SHOWN ON THESE PLANS WAS LOCATED BY THE RESPECTIVE UTILITY, OR IS BASED ON UTILITY
DRAWINGS, MAPS, OR FIELD RECONNAISSANCE.

THE LOCATION, MATERIAL TYPE, AND SIZE OF ALL EXISTING UTILITIES SHOWN ON THE PLANS HAVE BEEN DETERMINED
FROM THE BEST INFORMATION AVAILABLE AND ARE GIVEN FOR THE CONVENIENCE OF THE CONTRACTOR. THE ENGINEER
ASSUMES NO RESPONSIBILITY FOR THEIR ACCURACY. PRIOR TO THE START OF ANY CONSTRUCTION ACTIVITY, IT SHALL
BE THE CONTRACTOR'S RESPONSIBILITY TO NOTIFY THE VARIOUS UTILITIES AND TO MAKE THE NECESSARY
ARRANGEMENTS FOR ANY RELOCATIONS OF THESE UTILITIES WITH THE OWNER OF THE UTILITY. THE CONTRACTOR
SHALL EXERCISE CAUTION WHEN CROSSING AN UNDERGROUND UTILITY, WHETHER SHOWN ON THE PLANS OR LOCATED
BY THE UTILITY COMPANY. ANY UTILITIES, WHETHER SHOWN ON THESE PLANS OR NOT, THAT INTERFERE WITH THE
PROPOSED CONSTRUCTION SHALL BE CLOSELY COORDINATED WITH THE ENGINEER AND THE RESPECTIVE UTILITY
COMPANY FOR RELOCATION OR PROPER INSTRUCTION.

A SINGLE POINT UTILITY IDENTIFICATION SERVICE HAS BEEN SET UP FOR EXISTING UTILITIES. THE CONTRACTOR IS TO
CONTACT THE SUNSHINE STATE ONE CALL CENTER BY DIALING "811" AT LEAST TWO (2) AND NO MORE THAN FIVE (5)
WORKING DAYS PRIOR TO THE SPECIFIC CONSTRUCTION ACTIVITY FOR FIELD LOCATION. NOTE THAT NOT ALL UTILITIES
PARTICIPATE IN THIS PROGRAM. THE CONTRACTOR SHOULD CONTACT ALL NON-PARTICIPATING UTILITIES SEPARATELY
FOR FIELD LOCATION OF THEIR FACILITIES AT LEAST TWO (2) WORKING DAYS PRIOR TO CONSTRUCTION.

THE UTILITY PROVIDERS NOTED ON THE COVER SHEET HAVE PREVIOUSLY INDICATED THAT THEY MAY HAVE FACILITIES IN
THE VICINITY OF THE CONSTRUCTION AREA.

THE CONTRACTOR SHALL KEEP LOCATE TICKETS UP TO DATE AT ALL TIMES.

THE CONTRACTOR IS RESPONSIBLE FOR ALL COORDINATION WITH EACH UTILITY AND ALL COSTS ASSOCIATED WITH THE
PROTECTION OF EXISTING FACILITIES DURING CONSTRUCTION. THE CONTRACTOR SHALL ALSO COORDINATE NECESSARY
RELOCATIONS OR OTHER CONSTRUCTION RELATED MATTERS WITH EACH UTILITY.

IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO MAINTAIN IN SERVICE ALL EXISTING PIPING ENCOUNTERED DURING
CONSTRUCTION UNLESS OTHERWISE INDICATED IN THE DRAWINGS. ANY PIPING WHICH CAN BE REMOVED DURING
CONSTRUCTION WITHOUT UNDUE INTERRUPTION OF SERVICE MAY BE REMOVED AND REPLACED BY THE CONTRACTOR
WITH THE PERMISSION OF THE OWNER AND THE ENGINEER.

TYPICAL DETAILS AND PROPOSED CONSTRUCTION AS SHOWN ILLUSTRATE THE ENGINEER'S INTENT AND ARE NOT
PRESENTED AS A SOLUTION TO ALL CONSTRUCTION PROBLEMS ENCOUNTERED IN THE FIELD. THE CONTRACTOR MAY
ALTER THE PROPOSED CONSTRUCTION TO SUIT FIELD CONDITIONS, PROVIDED IT COMPLIES WITH THE PROJECT
SPECIFICATIONS AND APPROVAL IS RECEIVED FROM THE ENGINEER. WHERE SUCH PROPOSED REVISIONS DEVIATE FROM
THE FDEP CONSTRUCTION PERMIT, THEN SUCH REVISIONS WILL ALSO REQUIRE APPROVAL FROM FDEP.

FOR EACH RESPECTIVE PIPELINE CONSTRUCTION REQUIRED, THE CONTRACTOR SHALL FIELD VERIFY THE LOCATION,
DEPTH, SIZE, MATERIAL TYPE, AND ALIGNMENT OF ALL EXISTING PIPES, CABLES, ETC. TO BE CROSSED OR CONNECTED TO.
IF THE CONTRACTOR DEEMS NECESSARY (A) A CHANGE IN ALIGNMENT OR DEPTH, OR THE NEED FOR ADDITIONAL
FITTINGS, BENDS, OR COUPLINGS, WHICH REPRESENT A DEPARTURE FROM THE CONTRACT DRAWING, OR (B) A NEED FOR
RELOCATION OF EXISTING UTILITIES, THEN DETAILS OF SUCH DEPARTURES, RELOCATIONS, OR ADDITIONAL FITTINGS,
INCLUDING CHANGES IN RELATED PORTIONS OF THE PROJECT AND THE REASONS THEREFORE, SHALL BE SUBMITTED
WITH SHOP DRAWINGS. APPROVED DEPARTURES FOR THE CONTRACTOR'S CONVENIENCE SHALL BE MADE AT NO
ADDITIONAL COST TO THE OWNER.

THE CONTRACTOR SHALL PROVIDE AT HIS OWN EXPENSE ALL NECESSARY TEST PUMPING EQUIPMENT, WATER, WATER
METERS, PRESSURE GAUGES, AND OTHER EQUIPMENT, MATERIAL AND FACILITIES REQUIRED FOR ALL HYDROSTATIC,
LEAKAGE, AND PRESSURE TESTING. THE CONTRACTOR SHALL CONTACT THE ENGINEER AND THE OWNER IN WRITTEN
FORM, FORTY-EIGHT (48) HOURS IN ADVANCE OF PROPOSED TESTING. THE CONTRACTOR SHALL PERFORM
SATISFACTORY PRETESTING PRIOR TO NOTIFICATION.

AS-BUILT DRAWING REQUIREMENTS

1.

AS-BUILT DRAWINGS SHALL BE PROVIDED BY THE CONTRACTOR TO THE ENGINEER AT LEAST THREE WEEKS PRIOR TO
FINAL INSPECTION. ALL AS-BUILT DATA SHALL BE PROVIDED BY A FLORIDA LICENSED SURVEYOR, SIGNED, SEALED AND
DATED BY THE RESPONSIBLE PARTY. THE CONTRACTOR SHALL BE RESPONSBILE TO IDENTIFY ALL AS-BUILT SURVEY
REQUIREMENTS BY THE GOVERNING AGENCIES PRIOR TO START OF CONSTRUCTION TO ENSURE THAT AS-BUILT
INFORMATION IS PROVIDED FOR.

ALL RECORD DRAWINGS SHALL BE PREPARED BY THE CONTRACTOR IN ACAD FORMAT USING CONSTRUCTION PLAN
SHEETS PROVIDED BY THE ENGINEER. AS-BUILT INFORMATION SHALL BE FIELD VERIFIED, MEASURED, ADDED TO THE
ACAD FILES OF THE CONSTRUCTION PLAN SHEETS PROVIDED BY THE ENGINEER, AND CERTIFIED, SIGNED AND SEALED BY
THE CONTRACTOR'S LICENSED SURVEYOR WHO WILL BE RESPONSIBLE FOR THE ACCURACY OF ALL DIMENSIONS AND
ELEVATIONS.

THE AS-BUILT INFORMATION IS TO INCLUDE, BUT NOT BE LIMITED TO, THE FOLLOWING:

A. HORIZONTAL LOCATIONS AND VERTICAL ELEVATIONS FOR ALL UTILITY AND STORM STRUCTURES INCLUDING BUT NOT
LIMITED TO MANHOLES, INLETS AND CLEANOUTS, INCLUDING STRUCTURE TOP AND INVERT ELEVATIONS.

B. DISTANCE ALONG PIPELINES BETWEEN STRUCTURES.

C. STORMWATER POND TOP OF BERM AND POND BOTTOM ELEVATIONS AND HORIZONTAL DIMENSIONS MEASURED AT A
MINIMUM OF TEN LOCATIONS PER POND, AT LOCATIONS DESIGNATED BY THE ENGINEER. TOP OF POND HORIZONTAL
DIMENSIONS ARE ALSO TO BE TIED TO PROPERTY CORNERS, EASEMENTS, AND RIGHTS-OF-WAY.

D. STORMWATER CONTROL STRUCTURE DIMENSIONS AND ELEVATIONS, INCLUDING ALL WEIRS, SLOTS, ORIFICES,
GRATES, AND SKIMMERS.

E. STORMWATER CONVEYANCE SYSTEMS INCLUDING DIMENSIONS, ELEVATIONS, CONTOURS, AND CROSS SECTIONS.
F. HORIZONTAL LOCATIONS AND VERTICAL ELEVATIONS OF ALL UTILITY VALVES, FITTINGS, CONNECTION POINTS, ETC.

G. VERTICAL ELEVATIONS OF ALL PIPELINES AT CROSSINGS OF POTABLE WATER MAINS (WHETHER THE WATER MAIN IS
EXISTING OR NEW) IN ORDER TO DOCUMENT THAT THE MINIMUM REQUIRED VERTICAL SEPARATION HAS BEEN MET.

H. UTILITY PIPELINE TIED HORIZONTALLY TO EDGE OF PAVEMENT AND RIGHT-OF-WAY LINES, LOCATED EVERY 200-FT
PLUS ALL CHANGES IN HORIZONTAL OFFSET.

. PAVEMENT WIDTH AND ELEVATIONS AT THE CENTERLINE AND EDGE OF PAVEMENT EVERY 200 FEET PLUS AT ALL
CHANGES IN LONGITUDINAL SLOPE, CROSS SLOPE, INLET LOCATIONS, AND AT ALL DRIVEWAY AND STREET
INTERSECTIONS. FOR PARKING LOTS, RECORD CENTERLINE AND EDGE OF PAVEMENT ELEVATIONS ALONG ALL DRIVE
AISLES AND ISLANDS.

J.  ALL PARKING AREAS AND SIDEWALK RAMPS DESIGNATED FOR HANDICAP ACCESS SHALL CONTAIN HORIZONTAL AND
VERTICAL MEASUREMENTS IN ORDER TO VERIFY REQUIRED WIDTHS AND SLOPES HAVE BEEN MET.

K.  HORIZONTAL AND VERTICAL DATA FOR ANY CONSTRUCTION THAT DEVIATES FROM THE APPROVED ENGINEERING
DRAWINGS.

L.  WHERE THE PLANS CONTAIN SPECIFIC HORIZONTAL LOCATION DATA, SUCH AS STATION AND OFFSET, THE AS-BUILT
DRAWINGS ARE TO REFLECT THE ACTUAL HORIZONTAL LOCATION.

M. WHERE THE PLANS CONTAIN SPECIFIC VERTICAL ELEVATION DATA, THE AS-BUILT DRAWINGS ARE TO REFLECT THE
ACTUAL MEASURED VERTICAL ELEVATION.

N. ANY ADDITIONAL INFORMATION REQUIRED BY GOVERNING AGENCIES.

IN CASES WHERE THE OWNER DETERMINES PARTIAL CLEARANCES FROM PERMITTING AGENCIES ARE BENEFICIAL TO THE
OWNER FOR COMPLETED PORTIONS OF THE PROJECT, PROVIDE PRELIMINARY AS-BUILT DRAWINGS (ACAD FORMAT) TO
THE ENGINEER FOR ITS USE IN PREPARING THE PARTIAL CLEARANCE APPLICATIONS FOR THE OWNER.

COMPLETE AS-BUILT DRAWINGS THAT ARE FOUND TO BE SATISFACTORY AS A RESULT OF THE ENGINEER'S REVIEW WILL
BE USED AS THE BASIS FOR THE FINAL PROJECT RECORD DRAWINGS PREPARED BY THE ENGINEER USING THE
CONTRACTOR PROVIDED AS-BUILT DRAWINGS PLUS ENGINEER ADDED INFORMATION.

TRAFFIC CONTROL

1.

THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING A MAINTENANCE OF TRAFFIC (M.O.T.) PLAN PRIOR TO CONSTRUCTION.
THE M.O.T. PLAN SHALL SHOW ALL PROPOSED TRAFFIC CONTROL SIGNS, PAVEMENT MARKINGS, AND BARRICADES, AND
SHALL DETAIL ALL PROPOSED CONSTRUCTION SEQUENCING. THE M.O.T. PLAN AND INSTALLED TRAFFIC CONTROL
MEASURES SHALL BE APPROVED BY THE ENGINEER, OWNER, AND ROADWAY JURISDICTIONAL AGENCY PRIOR TO
CONSTRUCTION. IN GENERAL, ROADWAY AND DRIVEWAY LANE CLOSURES ARE PROHIBITED DURING CONSTRUCTION
UNLESS SPECIFICALLY DETAILED ON THESE PLANS. IN THE EVENT IT IS DETERMINED THAT ROADWAY AND DRIVEWAY
LANE CLOSURES WILL BE ALLOWED, THE CLOSURES SHALL BE RESTRICTED TO THE HOURS BETWEEN 9:00 A.M. AND 4:00
P.M. UNLESS OTHERWISE AUTHORIZED IN THE APPROVED M.O.T.

ALL TRAFFIC CONTROL MEASURES SHALL BE IN ACCORDANCE WITH FDOT INDEX NO. 600 AND THE MANUAL ON UNIFORM
TRAFFIC CONTROL DEVICES (MUTCD). ALL TRAFFIC CONTROL MEASURES SHALL BE INSTALLED PRIOR TO CONSTRUCTION
AND MAINTAINED DURING CONSTRUCTION.

INSPECT TRAFFIC CONTROL DEVICES ON A DAILY BASIS TO ENSURE PLACEMENT OF BARRICADES AND FUNCTION OF
LIGHTS IS MAINTAINED THROUGHOUT CONSTRUCTION.

CONTACT PROPERTY OWNERS AFFECTED BY CONSTRUCTION. COORDINATE TEMPORARY DRIVEWAY CLOSURES AND
SEQUENCING. MAINTAIN ACCESS FOR ALL PROPERTY OWNERS DURING CONSTRUCTION.

WET UNSTABILIZED AREAS AS NECESSARY TO CONTROL DUST.
ADJUST TRAFFIC CONTROL DEVICES AS REQUIRED UNDER EMERGENCY CONDITIONS.

THE CONTRACTOR IS EXPECTED TO COORDINATE ITS ACTIVITIES WITH OTHER CONTRACTORS WHO MAY BE WORKING IN
THE IMMEDIATE VICINITY.

WHEN WORK OCCURS WITHIN 15-FT OF ACTIVE ROAD TRAVEL LANES BUT NO CLOSER THAN 2-FT FROM THE EDGE OF
PAVEMENT, SIGNAGE AND WARNING DEVICES ARE TO BE INSTALLED IN ACCORDANCE WITH FDOT INDEX NO. 600 AND 602.

TYPE | OR TYPE Il BARRICADES AT 20-FT CENTERS SHALL BE PLACED AND MAINTAINED ALONG THE EDGE OF THE ROAD
WHEREVER DROP-OFFS OR OTHER HAZARDS EXIST AND TO BLOCK ENTRANCE INTO COMPLETED OR PARTIALLY
COMPLETED PAVEMENTS UNTIL SUCH PAVEMENTS ARE OPEN TO PUBLIC USE.

SITE PREPARATION

1.

10.

1.

UNLESS OTHERWISE DIRECTED BY THE OWNER OR ENGINEER, THE CONTRACTOR IS EXPECTED TO CONTAIN ALL
CONSTRUCTION ACTIVITIES WITHIN THE PROPERTY, RIGHT-OF-WAY, AND EASEMENTS AS INDICATED ON THE DRAWINGS.
AT NO TIME SHALL THE CONTRACTOR DISTURB SURROUNDING PROPERTIES OR TRAVEL ON SURROUNDING PROPERTIES
WITHOUT WRITTEN CONSENT FROM THE PROPERTY OWNER. ANY REPAIR OR RECONSTRUCTION OF DAMAGED AREAS IN
SURROUNDING PROPERTIES SHALL BE REPAIRED BY THE CONTRACTOR ON AN IMMEDIATE BASIS. ALL COSTS FOR
REPAIRS SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR AND NO EXTRA COMPENSATION SHALL BE PROVIDED.

STAKE OUT THE CONSTRUCTION, ESTABLISH LINES AND LEVELS, TEMPORARY BENCH MARKS, BATTER BOARDS,
CENTERLINES, BASELINES, AND REFERENCE POINTS FOR THE WORK, AND VERIFY ALL DIMENSIONS RELATING TO
INTERCONNECTION WITH EXISTING FEATURES. REPORT ANY INCONSISTENCIES IN THE PROPOSED GRADES, LINES AND
LEVELS, DIMENSIONS AND LOCATIONS TO THE ENGINEER BEFORE COMMENCING WORK.

PROTECT ALL TREES AND SHRUBS LOCATED OUTSIDE THE RIGHT-OF-WAY, EASEMENTS, AND OWNER SECURED
PROPERTY, PARTICULARLY THOSE TREES AND SHRUBS LOCATED ADJACENT TO WORK AREAS.

WITHIN THE RIGHT-OF-WAY, EASEMENTS, AND OWNER SECURED PROPERTY, THE INTENT IS TO ALLOW TREES AND
SHRUBS TO REMAIN IN ACCORDANCE WITH THE FOLLOWING SCHEDULE: NEW ROADWAY CONSTRUCTION - TREES AND
SHRUBS TO REMAIN WHERE LOCATED MORE THAN 15 FEET FROM THE BACK OF CURB, OR OUTSIDE THE LIMITS OF
EXCAVATION OR FILL AREAS, WHICHEVER IS FURTHER. UTILITY PIPELINE CONSTRUCTION - TREES AND SHRUBS TO
REMAIN OUTSIDE A 15 FOOT WIDE PATH, CENTERED ON THE PIPELINE.

TREES TO REMAIN IN THE CONSTRUCTION AREA SHALL BE BOXED, FENCED OR OTHERWISE PROTECTED IN ACCORDANCE
WITH DETAILS ON THE DRAWINGS. DO NOT PERMIT HEAVY EQUIPMENT OR STOCKPILES WITHIN BRANCH SPREAD

AREAS TO RECEIVE CLEARING AND GRUBBING SHALL INCLUDE ALL AREAS TO BE OCCUPIED BY THE PROPOSED
IMPROVEMENTS, AREAS FOR FILL AND SITE GRADING, AND BORROW SITES. REMOVE TREES OUTSIDE OF THESE AREAS
ONLY AS INDICATED ON THE DRAWINGS OR AS APPROVED IN WRITING BY THE ENGINEER.

CLEARING SHALL CONSIST OF REMOVING TREES AND BRUSH AND DISPOSAL OF OTHER MATERIALS THAT ENCROACH
UPON OR OTHERWISE OBSTRUCT THE WORK.

EXERCISE EXTREME CARE DURING THE CLEARING AND GRUBBING OPERATIONS. DO NOT DAMAGE EXISTING
STRUCTURES, PIPES OR UTILITIES.

GRUBBING SHALL CONSIST OF REMOVING AND DISPOSING OF STUMPS, ROOTS LARGER THAN 2" IN DIAMETER, AND
MATTED ROOTS. REMOVE TO A DEPTH OF NOT LESS THAN 18" BELOW THE ORIGINAL SURFACE LEVEL OF THE GROUND.

ALL COMBUSTIBLE DEBRIS AND REFUSE FROM SITE PREPARATION OPERATIONS SHALL BE REMOVED TO LEGAL OFFSITE
DISPOSAL AREAS.

DEWATERING

DESIGN AND PROVIDE A DEWATERING SYSTEM USING ACCEPTED AND PROFESSIONAL METHODS CONSISTENT WITH
CURRENT INDUSTRY PRACTICE. PROVIDE A DEWATERING SYSTEM OF SUFFICIENT SIZE AND CAPACITY TO CONTROL
GROUNDWATER IN A MANNER THAT PRESERVES STRENGTH OF FOUNDATION SOILS, DOES NOT CAUSE INSTABILITY OR
RAVELING OF EXCAVATION SLOPES, AND DOES NOT RESULT IN DAMAGE TO EXISTING STRUCTURES. WHERE NECESSARY
TO THESE PURPOSES, LOWER WATER LEVEL IN ADVANCE OF EXCAVATION, UTILIZING WELLS, WELLPOINTS, OR SIMILAR
POSITIVE METHODS. MAINTAIN THE GROUNDWATER LEVEL TO A MINIMUM OF 2 FEET BELOW EXCAVATIONS. PROVIDE
PIEZOMETERS IF DIRECTED BY THE ENGINEER TO DOCUMENT THE GROUNDWATER LEVEL IS BEING MAINTAINED.

CONTROL, BY ACCEPTABLE MEANS, ALL WATER REGARDLESS OF SOURCE AND BE FULLY RESPONSIBLE FOR DISPOSAL OF
THE WATER. NO ADDITIONAL PAYMENT WILL BE MADE FOR ANY SUPPLEMENTAL MEASURES TO CONTROL SEEPAGE,
GROUNDWATER, OR ARTESIAN HEAD.

DEWATERING DISCHARGE FROM THE SITE SHALL COMPLY WITH ALL NPDES GENERAL PERMIT REQUIREMENTS AND STATE
WATER QUALITY STANDARDS. PROVIDE ALL TESTING AND PERMITTING REQUIRED AND COMPLY WITH ALL TREATMENT OR
DISPOSAL METHODS REQUIRED TO MEET ALL LOCAL, STATE AND FEDERAL REQUIREMENTS.

OPEN PUMPING WITH SUMPS AND DITCHES SHALL BE ALLOWED, PROVIDED IT DOES NOT RESULT IN BOILS, LOSS OF FINES,
SOFTENING OF THE GROUND, OR INSTABILITY OF SLOPES. SUMPS SHALL BE LOCATED OUTSIDE OF LOAD BEARING AREAS
SO THE BEARING SURFACES WILL NOT BE DISTURBED. WATER CONTAINING SILT IN SUSPENSION SHALL NOT BE PUMPED
INTO SEWER LINES OR ADJACENT STREAMS. DURING NORMAL PUMPING, AND UPON DEVELOPMENT OF WELL(S), LEVELS
OF FINE SAND OR SILT IN THE DISCHARGE WATER SHALL NOT EXCEED 5 PPM.

IF DEWATERING EQUIPMENT NEEDED EXCEEDS ANY OF THE FOLLOWING: 1) 6" PUMP VOLUTE; 2) 100,000 GPD TOTAL 24
HOUR (1 DAY) DEWATERING, AND; 3) 1,000,000 GPD PUMP CAPACITY, THE CONTRACTOR SHALL BE REQUIRED TO PERMIT
THE DEWATERING SYSTEM WITH THE WATER MANAGEMENT DISTRICT.

CONTINUOUSLY MAINTAIN EXCAVATIONS IN A DRY CONDITION WITH POSITIVE DEWATERING METHODS DURING
PREPARATION OF SUBGRADE, INSTALLATION OF PIPE, AND CONSTRUCTION OF STRUCTURES UNTIL THE CRITICAL PERIOD
OF CONSTRUCTION AND/OR BACKFILL IS COMPLETED TO PREVENT DAMAGE OF SUBGRADE SUPPORT, PIPING, STRUCTURE,
SIDE SLOPES, OR ADJACENT FACILITIES FROM FLOTATION OR OTHER HYDROSTATIC PRESSURE IMBALANCE.

WHEN CONSTRUCTION IS COMPLETE, REMOVE ALL DEWATERING EQUIPMENT FROM THE SITE, INCLUDING WELLS AND
RELATED TEMPORARY ELECTRICAL SERVICE.
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GRADING

1.

SMOOTH TRANSITIONS SHALL BE PROVIDED BETWEEN CONTOURS OR SPOT ELEVATIONS AS SHOWN ON THE PLANS TO
ACCOMPLISH THE GRADING INTENT. ALL SLOPES SHALL BE STABILIZED IMMEDIATELY AFTER FINAL GRADING HAS BEEN
COMPLETED. CONTRACTOR SHALL NOTIFY OWNER AND ENGINEER PRIOR TO DEMOBILIZATION OF GRADING EQUIPMENT
TO DETERMINE THAT THE GRADING INTENT HAS BEEN ACHIEVED.

ALL PROPOSED ELEVATIONS ON THE PLANS WITHIN PAVED AREAS ARE SHOWN AT PAVEMENT, UNLESS OTHERWISE
NOTED.

ALL PAVING SURFACES IN INTERSECTIONS AND ADJACENT SECTIONS SHALL BE GRADED TO DRAIN POSITIVELY AND TO
PROVIDE A SMOOTHLY TRANSITIONED DRIVING SURFACE FOR VEHICLES WITH NO SHARP BREAKS IN GRADE, AND NO
UNUSUALLY STEEP OR REVERSE CROSS SLOPES. THE STANDARD CROWN MAY HAVE TO BE CHANGED IN ORDER TO
DRAIN POSITIVELY IN THE AREA OF INTERSECTIONS. IT IS THE CONTRACTOR'S RESPONSIBILITY TO ACCOMPLISH THE
ABOVE AND THE ENGINEER SHALL BE CONSULTED SO THAT HE MAY MAKE ANY AND ALL REQUIRED INTERPRETATIONS OF
THE PLANS OR GIVE SUPPLEMENTARY INSTRUCTIONS TO ACCOMPLISH THE INTENT OF THE PLANS.

UNIFORMLY SMOOTH GRADE THE SITE. DEPRESSIONS FROM SETTLEMENT SHALL BE FILLED AND COMPACTED. TOPS OF
EMBANKMENTS AND BREAKS IN GRADE SHALL BE ROUNDED. FINISHED SURFACES SHALL BE REASONABLY SMOOTH,
COMPACTED, FREE FROM IRREGULAR SURFACE CHANGES AND COMPARABLE TO THE SMOOTHNESS OBTAINED BY
BLADE-GRADER OPERATIONS.

NEWLY GRADED AREAS SHALL BE PROTECTED FROM TRAFFIC AND EROSION. ALL SETTLEMENT OR WASHING AWAY THAT
MAY OCCUR FROM ANY CAUSE PRIOR TO SEEDING OR ACCEPTANCE SHALL BE REPAIRED AND GRADES RE-ESTABLISHED
TO THE REQUIRED ELEVATIONS AND SLOPES AT NO ADDITIONAL COST TO THE OWNER.

EXCAVATION, TRENCHING, AND FILL

1.

10.

11.

12.

13.

14.

THE CONTRACTOR SHALL RECOGNIZE AND ABIDE BY ALL OSHA EXCAVATION SAFETY STANDARDS, INCLUDING THE
FLORIDA TRENCH SAFETY ACT (FS 553.60-553.64). ANY MATERIAL, CONSTRUCTION METHODS, OR MATERIAL COST TO
COMPLY WITH THESE LAWS SHALL BE INCIDENTAL TO THE CONTRACT.

ROUGH EXCAVATE AND GRADE ANY PROPOSED STORMWATER PONDS AT THE START OF SITE GRADING ACTIVITIES.
DIRECT SITE RUNOFF TO THE PONDS TO MINIMIZE RUNOFF TO OFFSITE AREAS.

POND CONSTRUCTION SHALL RESULT IN THE FINISHED POND HAVING SIDE SLOPES AND DIMENSIONS THAT ARE IN
ACCORDANCE WITH THE CONSTRUCTION DRAWINGS. IT IS THE CONTRACTOR'S SOLE RESPONSIBILITY TO ENSURE THAT
THESE REQUIREMENTS HAVE BEEN MET. IF THE CONSTRUCTED SIDE SLOPES ARE STEEPER THAN THE REQUIRED SIDE
SLOPES, OR THE POND VOLUME IS NOT WITHIN THREE (3) PERCENT OF THE DESIGN VOLUME, THE CONTRACTOR SHALL BE
REQUIRED TO MAKE CORRECTIONS TO THE POND AT NO ADDITIONAL COST TO THE OWNER.

FIELD DENSITY TESTING FREQUENCIES: A) ONE TEST FOR EACH 10,000 SQUARE FEET OR FRACTION THEREOF PER LIFT OF
GENERAL BACKFILLING, MINIMUM 2 TESTS EACH LAYER; B) ONE TEST FOR EACH 100 SQUARE FEET OR FRACTION THEREOF
OF BACKFILL AROUND AND UNDER STRUCTURES; C) ONE TEST FOR EACH 300 LINEAL FEET OR FRACTION THEREOF PER
LIFT OF GENERAL BACKFILLING IN THE PIPELINE TRENCH; D) ONE TEST PER LIFT PER EACH CHANGE IN TYPE OF FILL; E)
ONE TEST PER 1000 SQUARE FEET OF PAVEMENT SUBGRADE, MINIMUM OF 2 TESTS.

IT IS INTENDED THAT PREVIOUSLY EXCAVATED MATERIALS CONFORMING TO THE FOLLOWING REQUIREMENTS BE UTILIZED
WHEREVER POSSIBLE.

A. ACCEPTABLE MATERIALS: AASHTO M145 CLASSIFICATION A-1, A-3, A-2-4, A-2-6; ASTM D2487 CLASSIFICATION GW, GP,
GM, SM, SW, SP; UNLESS OTHERWISE DISAPPROVED WITHIN THE SOIL AND SUBSURFACE INVESTIGATION REPORTS.
NO MORE THAN 12% OF ACCEPTABLE MATERIALS SHALL PASS THE NUMBER 200 SIEVE.

B. UNACCEPTABLE MATERIALS: AASHTO M145 CLASSIFICATION A-2-5, A-2-7, A-4, A-5, A-6, A-7, A-8; ASTM D2487
CLASSIFICATION GC, SC, ML, MH, CL, CH, OL, OH, PT; UNLESS OTHERWISE APPROVED WITHIN THE SOIL AND
SUBSURFACE INVESTIGATION REPORTS.

PROVIDE BARRIERS, WARNING LIGHTS AND OTHER PROTECTIVE DEVICES AT ALL EXCAVATIONS.

SIDEWALKS, ROADS, STREETS, AND PAVEMENTS SHALL NOT BE BLOCKED OR OBSTRUCTED BY EXCAVATED MATERIALS,
EXCEPT AS AUTHORIZED BY THE ENGINEER, IN WHICH CASE ADEQUATE TEMPORARY PROVISIONS MUST BE MADE FOR
SATISFACTORY TEMPORARY PASSAGE OF PEDESTRIANS, AND VEHICLES. MINIMIZE INCONVENIENCE TO PUBLIC TRAVEL
OR TO TENANTS OCCUPYING ADJOINING PROPERTY.

FURNISH, INSTALL, AND MAINTAIN, WITHOUT ADDITIONAL COMPENSATION, SHEETING, BRACING, AND SHORING SUPPORT
REQUIRED TO KEEP EXCAVATIONS WITHIN THE PROPERTY OR EASEMENTS PROVIDED, TO SUPPORT THE SIDES OF THE
EXCAVATION, AND TO PREVENT ANY MOVEMENT WHICH MAY DAMAGE ADJACENT PAVEMENTS OR STRUCTURES, DAMAGE
OR DELAY THE WORK, OR ENDANGER LIFE AND HEALTH. VOIDS OUTSIDE THE SUPPORTS SHALL BE IMMEDIATELY FILLED
AND COMPACTED.

SHEETING, SHORING, AND BRACING USED FOR THE SUPPORT OF EXCAVATIONS SHALL BE DESIGNED BY A PROFESSIONAL
ENGINEER LICENSED BY THE STATE OF FLORIDA.

ALL EXCAVATIONS SHALL BE MADE BY OPEN CUT UNLESS OTHERWISE INDICATED. SLOPE SIDES OF TRENCHES IN
ACCORDANCE WITH OSHA REQUIREMENTS AND THE RECOMMENDATIONS CONTAINED WITHIN THE PROJECT
GEOTECHNICAL REPORT.

EXCAVATE TRENCHES TO DEPTH INDICATED OR REQUIRED FOR INDICATED FLOW LINES AND INVERT ELEVATIONS. OVER
EXCAVATE TRENCHES A MINIMUM OF 2 FEET WHERE EXCAVATIONS OCCUR WITHIN UNSUITABLE SOILS, AND REPLACE
OVER EXCAVATED MATERIAL WITH SUITABLE SOILS.

TRENCH BOTTOMS AND THE BOTTOMS OF ALL STRUCTURES SHALL BE KEPT DRY, COMPACTED, AND STABLE TO A DEPTH
TWO FEET BELOW THE BOTTOM OF THE TRENCH OR STRUCTURE.

ALL BEDDING, FILL, AND BACKFILL MATERIAL SHALL BE SUITABLE SOILS OR FLOWABLE FILL. WHERE TRENCH OR
EXCAVATION IS WITHIN THE INFLUENCE AREA OF ROADWAYS, STRUCTURES, FOUNDATIONS, OR SLABS, PLACE BACKFILL IN
LAYERS OF 8 INCH LOOSE DEPTH. IN ALL OTHER AREAS, PLACE FILL AND BACKFILL IN LAYERS OF 12 INCH LOOSE DEPTH.

MINIMUM DENSITY REQUIREMENT (ASTM D1557 OR AASHTO T180): BACKFILL AND FILL UNDER AND WITHIN THE INFLUENCE
AREA OF ROADWAYS, STRUCTURES, SLABS, FOUNDATIONS = 98 PERCENT; BACKFILL AND FILL PLACED WITHIN PUBLIC
ROAD RIGHT-OF-WAY AND UTILITY EASEMENTS = 95 PERCENT; BACKFILL AND FILL PLACED WITHIN POND AND ROAD
EMBANKMENT = 95 PERCENT; BACKFILL AND FILL PLACED IN ALL OTHER AREAS = 90 PERCENT.

RIPRAP

1.

ALL RIPRAP CONSTRUCTION SHALL MEET THE REQUIREMENTS OF SECTION 530 OF THE FLORIDA DEPARTMENT OF
TRANSPORTATION STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION, LATEST EDITION.

UTILITY SEPARATION REQUIREMENTS

1.

THE HORIZONTAL SEPARATION BETWEEN WATER MAINS AND SANITARY SEWER, STORM SEWER, WASTEWATER FORCE
MAINS, STORMWATER FORCE MAINS, RECLAIMED WATER MAINS AND ONSITE SEWAGE TREATMENT AND DISPOSAL
SYSTEMS SHALL BE IN ACCORDANCE WITH THE FOLLOWING:

A. THE OUTSIDE OF WATER MAINS SHALL BE A MINIMUM OF FIVE FEET FROM THE OUTSIDE OF ANY EXISTING OR
PROPOSED STORM SEWER, STORMWATER FORCE MAIN, VACUUM TYPE SANITARY SEWER AND RECLAIMED WATER
MAIN.

B. THE OUTSIDE OF WATER MAINS SHALL BE A MINIMUM OF TEN FEET FROM THE OUTSIDE OF ANY EXISTING OR
PROPOSED GRAVITY SANITARY SEWER AND WASTEWATER FORCE MAIN. THE MINIMUM HORIZONTAL SEPARATION
DISTANCE BETWEEN THE OUTSIDE OF WATER MAINS AND THE OUTSIDE OF GRAVITY SANITARY SEWERS CAN BE
REDUCED TO THREE FEET WHERE THE BOTTOM OF THE WATER MAIN IS AT LEAST EIGHTEEN INCHES ABOVE THE TOP
OF THE SEWER.

C. THE OUTSIDE OF WATER MAINS SHALL BE A MINIMUM OF TEN FEET FROM ALL PARTS OF ANY EXISTING OR PROPOSED
ONSITE SEWAGE TREATMENT AND DISPOSAL SYSTEM SUCH AS SEPTIC TANKS, DRAINFIELDS, AND GREASE TRAPS.
ONSITE SEWAGE TREATMENT AND DISPOSAL SYSTEMS DO NOT INCLUDE PACKAGE SEWAGE TREATMENT FACILITIES
AND PUBLIC WASTEWATER TREATMENT FACILITIES.

THE VERTICAL SEPARATION BETWEEN WATER MAINS AND SANITARY AND STORM SEWER, WASTEWATER OR STORMWATER
FORCE MAINS, AND RECLAIMED WATER MAINS SHALL BE IN ACCORDANCE WITH THE FOLLOWING:

A. WHEREVER POSSIBLE, WATER MAINS SHALL CROSS OVER EXISTING OR PROPOSED GRAVITY SANITARY SEWER,
VACUUM TYPE SANITARY SEWER, AND STORM SEWER, SO THE OUTSIDE OF THE WATER MAIN IS AT LEAST SIX INCHES
ABOVE THE OUTSIDE OF THE SEWER. WHERE IT IS NOT POSSIBLE FOR THE WATER MAIN TO CROSS OVER EXISTING
OR PROPOSED GRAVITY SANITARY SEWER, VACUUM TYPE SANITARY SEWER, AND STORM SEWER, THEN THE WATER
MAIN CAN CROSS UNDER THESE TYPES OF PIPELINE SYSTEMS PROVIDED THE OUTSIDE OF THE WATER MAIN IS AT
LEAST 18 INCHES BELOW THE OUTSIDE OF THE PIPELINE. AT THE CROSSING, THE PROPOSED PIPE JOINTS SHALL BE
ARRANGED SO THAT ALL WATER MAIN JOINTS ARE AT LEAST FIVE FEET FROM VACUUM TYPE SANITARY SEWER OR
STORM SEWER JOINTS, AND AT LEAST TEN FEET FROM GRAVITY SANITARY SEWER JOINTS.

B. WHEREVER POSSIBLE, WATER MAINS SHALL CROSS OVER EXISTING OR PROPOSED RECLAIMED WATER MAINS,
WASTEWATER FORCE MAINS AND STORMWATER FORCE MAINS. WHETHER THE WATER MAIN CROSSES OVER OR
UNDER THESE TYPES OF PIPELINE SYSTEMS, THE OUTSIDE OF THE WATER MAIN SHALL BE AT LEAST 18 INCHES FROM
THE OUTSIDE OF THE EXISTING OR PROPOSED RECLAIMED WATER MAIN, WASTEWATER FORCE MAIN AND
STORMWATER FORCE MAIN. AT THE CROSSING, THE PROPOSED PIPE JOINTS SHALL BE ARRANGED SO THAT ALL
WATER MAIN JOINTS ARE AT LEAST FIVE FEET FROM RECLAIMED WATER MAIN JOINTS AND STORMWATER FORCE MAIN
JOINTS, AND AT LEAST TEN FEET FROM THE JOINTS OF WASTEWATER FORCE MAINS.

NO WATER MAIN SHALL PASS THROUGH OR COME IN CONTACT WITH ANY PART OF A SANITARY SEWER MANHOLE.

NEW OR RELOCATED FIRE HYDRANTS SHALL BE LOCATED SUCH THAT THE UNDERGROUND DRAIN (WEEP HOLE) IS AT
LEAST:

A. FIVE FEET FROM ANY EXISTING OR PROPOSED STORM SEWER, STORMWATER FORCE MAIN, RECLAIMED WATER MAIN,
OR VACUUM TYPE SANITARY SEWER.

B. TEN FEET FROM ANY EXISTING OR PROPOSED GRAVITY SANITARY SEWER AND WASTEWATER FORCE MAIN.
C. TEN FEET FROM ANY ONSITE SEWAGE TREATMENT AND DISPOSAL SYSTEM SUCH AS SEPTIC TANKS, DRAINFIELDS,

AND GREASE TRAPS. ONSITE SEWAGE TREATMENT AND DISPOSAL SYSTEMS DO NOT INCLUDE PACKAGE SEWAGE
TREATMENT FACILITIES AND PUBLIC WASTEWATER TREATMENT FACILITIES.

PAVING, SIDEWALKS, AND CURBING

1.

MATERIALS AND CONSTRUCTION METHODS FOR THE ROADWAY AND PAVING CONSTRUCTION SHALL BE IN ACCORDANCE
WITH THE FLORIDA DEPARTMENT OF TRANSPORTATION STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE
CONSTRUCTION, LATEST EDITION.

ROADWAY PAVING, BASE, AND SUBGRADE THICKNESSES SHALL BE IN ACCORDANCE WITH DETAILS ON THESE DRAWINGS.

SIDEWALKS ARE TO BE CONSTRUCTED IN THE AREAS AS SHOWN ON THE CONSTRUCTION PLANS. HANDICAPPED RAMPS
SHALL BE PROVIDED AT ALL INTERSECTIONS AND SHALL BE IN ACCORDANCE WITH THE FLORIDA ACCESSIBILITY CODE FOR
BUILDING CONSTRUCTION, LATEST EDITION.

CURBING SHALL BE CONSTRUCTED WHERE NOTED ON THE CONSTRUCTION PLANS. ALL CURBS SHALL HAVE SAW CUT
CONTRACTION JOINTS AND SHALL BE CONSTRUCTED AT INTERVALS NOT TO EXCEED 10'-0" ON CENTER. CONSTRUCTION
OF CURBS SHALL BE IN CONFORMANCE WITH FDOT STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION
(LATEST EDITION) SECTION 520 AND DETAILS PROVIDED ON THE CONSTRUCTION PLANS.

FIELD COMPACTION DENSITY, STABILITY, AND THICKNESS TESTING FREQUENCIES OF SUB-BASE, BASE, AND ASPHALT SHALL
BE TESTED ONCE EVERY 300 LINEAR FEET OF PAVING PER 24-FT WIDE STRIP, STAGGERED LEFT, CENTER AND RIGHT OF

CENTERLINE. WHERE LESS THAN 300 LINEAR FEET OF SUB-BASE, BASE, AND ASPHALT IS PLACED IN ONE DAY, PROVIDE MIN.

OF ONE TEST FOR EACH PER DAY'S CONSTRUCTION AT A LOCATION DESIGNATED BY THE ENGINEER. ASPHALT
EXTRACTION GRADATION SHALL BE TESTED FROM GRAB SAMPLES COLLECTED ONCE EVERY 1800 SQUARE YARDS OF
ASPHALT DELIVERED TO THE SITE (OR A MINIMUM OF ONCE PER DAY).

STORM SEWER SYSTEMS

1.

REINFORCED CONCRETE PIPE (RCP) JOINTS SHALL COMPLY WITH ASTM C443 AND FDOT SPECIFICATION SECTION 430, AND
RUBBER GASKETS SHALL COMPLY WITH FDOT SPECIFICATION SECTION 942. MINIMUM COVER OVER THE PIPE, INCLUDING
COVER OVER THE BELL OF THE PIPE WHERE APPLICABLE, SHALL BE 30 INCHES.

RCP PIPE SHALL NOT BE SHIPPED FROM MANUFACTURER UNTIL THE COMPRESSIVE STRENGTH OF THE PIPE HAS REACHED
4000 PSI AND A MINIMUM OF 5 DAYS HAVE PASSED SINCE THE MANUFACTURING OR REPAIR OF THE PIPE HAS BEEN
COMPLETED.

UNDERDRAIN PIPE SHALL BE PERFORATED POLYVINYL CHLORIDE PIPE IN ACCORDANCE WITH ASTM F758. FILTER FABRIC
UNDERDRAIN SOCK SHALL BE TYPE D-3 IN ACCORDANCE WITH FDOT INDEX NO. 199.

ALL PIPE JOINTS SHALL BE WRAPPED WITH FILTER FABRIC. FILTER FABRIC SHALL BE IN ACCORDANCE WITH FDOT INDEX NO.

199, TYPE D-3, A.O.S. 70-100. INSTALL IN ACCORDANCE WITH FDOT INDEX NO. 280. PROVIDE MINIMUM 12" OVERLAP.

INSTALL POLYETHYLENE PIPE IN ACCORDANCE WITH ASTM D2321. BACKFILL AND COMPACT EVENLY ON EACH SIDE TO
PREVENT DISPLACEMENT. MINIMUM COVER OVER POLYETHYLENE PIPE SHALL BE AS FOLLOWS: A) PIPE UNDER FLEXIBLE
PAVEMENT, RIGID PAVEMENT, OR UNPAVED AREAS WHERE BEDDING IS SUITABLE SOILS AS DEFINED IN THE GENERAL
NOTES: MINIMUM COVER SHALL BE 36 INCHES OR ONE PIPE DIAMETER, WHICHEVER IS GREATER; B) PIPE UNDER FLEXIBLE
PAVEMENT, RIGID PAVEMENT, OR UNPAVED AREAS WHERE BEDDING IS MANUFACTURED AGGREGATES CLASS 1A OR 1B AS
DEFINED IN ASTM D2321: MINIMUM COVER SHALL BE 30 INCHES OR ONE PIPE DIAMETER, WHICHEVER IS GREATER.

INSTALL UNDERDRAINS IN ACCORDANCE WITH FDOT SPECIFICATION SECTION 440. INSTALL CLEANOUTS AS SHOWN ON THE
DRAWINGS.

PRIOR TO INSPECTIONS AND TESTING, CLEAN ALL INSTALLED LINES AND STRUCTURES.
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Call 811 or www.sunshine811.com two full
business days before digging to have utilities
located and marked.

Check positive response codes before you dig!
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CONTRACTOR / SUBCONTRACTOR CERTIFICATION TABLE % g
THESE PLANS HAVE BEEN PREPARED TO ASSIST THE CONTRACTOR IN OBTAINING COVERAGE UNDER THE FDEP GENERIC PERMIT FOR STORMWATER DISCHARGE STABILIZATION o
FROM LARGE AND SMALL CONSTRUCTION ACTIVITIES. IT IS THE CONTRACTOR’S RESPONSIBILITY TO REVIEW THE PERMIT REQUIREMENTS AND MODIFY THESE A. STABILIZATION MEASURES SHALL BE INITIATED IMMEDIATELY IN PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITIES HAVE Mo
THIS SWPPP MUST CLEARLY IDENTIFY, FOR EACH MEASURE IDENTIFIED WITHIN THE SWPPP, THE CONTRACTOR(S) OR SUBCONTRACTOR(S) WHO WILL IMPLEMENT EACH :
PLANS AS NEEDED TO BE IN COMPLIANCE WITH THE PERMIT REQUIREMENTS. TEMPORARILY OR PERMANENTLY CEASED AND WILL REMAIN UNDISTURBED FOR 7 DAYS OR MORE. STABILIZE BY COVERING WITH — A MEASURE. ALL CONTRACTOR(S) AND SUBCONTRACTOR(S) IDENTIFIED IN THE SWPPP MUST SIGN THE FOLLOW”EIG) CERTIFIGATION: ) 2o
ADEQUATE AMOUNTS OF MULCH OVER SEED AND PERIODICALLY WATER TO PROMOTE AND MAINTAIN GROWTH OF THE TEMPORARY : : ® 5
SITE DESCRIPTION GROUNDCOVER, OR BY THE USE OF AN APPROPRIATE ALTERNATIVE BMP. w oo o
A. SITE LOCATION FLOW "I CERTIFY UNDER PENALTY OF LAW THAT | UNDERSTAND, AND SHALL COMPLY WITH, THE TERMS AND CONDITIONS OF THE STATE OF FLORIDA GENERIC PERMIT FOR E =
1 I " 4 0 s
;:Eﬁgﬁ I; LSOCVCLEaIéngéﬁ?LG:\AVﬁg;?f\bﬁlngS IN PANAMA CITY, BAY COUNTY, FLORIDA B. PERMANENT SOIL EROSION CONTROL MEASURES FOR ALL SLOPES, CHANNELS, DITCHES OR ANY DISTURBED LAND AREAS SHALL BE \ STORMWATER DISCHARGE FROM LARGE AND SMALL CONSTRUCTION ACTIVITIES AND THIS STORMWATER POLLUTION PREVENTION PLAN. o t
ATITUDE:  30°1276.47'N LONGITUDE. 85°59'28. 74 W COMPLETED IMMEDIATELY AFTER FINAL GRADING. WHEN IT IS NOT POSSIBLE TO PERMANENTLY PROTECT A DISTURBED AREA Mmoo 2
: : : : IMMEDIATELY AFTER GRADING OPERATIONS, TEMPORARY EROSION CONTROL MEASURES SHALL BE INSTALLED. ALL TEMPORARY Name / Signature Title Company Name, Address and Date Mo E
: &3 S
B. SITE CONDITIONS & ACTIVITIES NARRATIVE: PROTECTION SHALL BE MAINTAINED UNTIL PERMANENT MEASURES ARE IN PLACE AND ESTABLISHED. Phone Number i 2 3
THE EXISTING CONDITION OF THE SITE IS "DEVELOPED" WITH EXISTING CONCRETE PADS. DURING CONSTRUCTION THE UNDEVELOPED AREAS WILL BE CLEARED S . y 2 <
AND GRUBBED. THIS PROJECT WILL HAVE NO MAJOR EFFECT ON ANY THE ABUTTING PROPERTIES. C. ALL GRASS SLOPES CONSTRUCTED STEEPER THAN 4H:1V SHALL BE SODDED IMMEDIATELY AFTER FINAL GRADE IS ESTABLISHED. g €
y O
TEMPORARY & =
DRAIN GRATE :
WETLANDS/BUFFERS DUST CONTROL DIKE IF NEEDED a 2
NO WETLANDS OR BUFFERS ARE ASSOCIATED WITH THIS PROJECT. A. BARE EARTH AREAS SHALL BE WATERED DURING CONSTRUCTION AS NECESSARY TO MINIMIZE THE TRANSPORT OF FUGITIVE DUST. IN i
NO CASE SHALL FUGITIVE DUST BE ALLOWED TO LEAVE THE SITE UNDER CONSTRUCTION. =
SWPPP INTENT &
THE INTENT OF THIS SWPPP IS TO COMPLY WITH THE INTENT OF THE GENERIC PERMIT AND TO PREVENT THE RELEASE OF SOILS, TRASH, CHEMICALS, TOXINS
, , . i
AND OTHER POLLUTANTS, BY WATER , AIR, VEHICLE TRANSPORT OR OTHER MEANS THAT CAN IMPACT STORM WATER QUALITY. THE CONTRACTOR SHALL B. AS REQUIRED AFTER COMPLETION OF CONSTRUCTION, BARE EARTH AREAS SHALL BE VEGETATED. RS
OBTAIN A COPY OF THE GENERIC PERMIT AND RETAIN ON-SITE FOR FUTURE REFERENCE. THE CONTRACTOR SHALL READ AND UNDERSTAND THE PERMIT, AND 5 < | ]
ENSURE THAT THE BMP'S ARE INSTALLED AND THE EXECUTION OF THE WORK IS PERFORMED TO MEET THE INTENT OF THE GENERIC PERMIT AND THE SWPPP. AT ANY TIME BOTH DURING AND AFTER SITE CONSTRUCTION THAT WATERING AND/OR VEGETATION ARE NOT EFFECTIVE IN CONTROLLING ke o°
WIND EROSION AND/OR TRANSPORT OF FUGITIVE DUST, OTHER METHODS AS ARE NECESSARY FOR SUCH CONTROL SHALL BE EMPLOYED. el
POTENTIAL SOURCES OF POLLUTION THESE METHODS MAY INCLUDE ERECTION OF DUST CONTROL FENCES.
THE POTENTIAL SOURCES OF POLLUTION THAT MAY REASONABLY BE EXPECTED TO AFFECT THE QUALITY OF STORM WATER DISCHARGE ASSOCIATED WITH L— A
COMPOUNDS, WOOD PRESERVATIVES, HYDRAULIC OIL FLUIDS, GASOLINE, DIESEL FUEL AND KEROSENE. A. THE CONTRACTOR SHALL ENSURE THAT ALL WASTE AND DEBRIS ARE MANAGED DAILY SUCH THAT THEY WILL NOT IMPACT PLAN VIEW
STORMWATER OR LEAVE THE PERMITTED AREA, AND DISPOSED OF PROPERLY IN ACCORDANCE WITH APPLICABLE STATE, LOCAL AND
THE SEQUENCE OF CONSTRUCTION HAS BEEN DEVELOPED AS A GUIDE FOR THE CONTRACTOR. THE CONTRACTOR SHALL SEQUENCE THE CONSTRUCTION AS B. THE CONTRACTOR SHALL ENSURE THAT ALL CHEMICALS, OILS, FUELS, HAZARDOUS WASTE, UNIVERSAL WASTE AND TOXIC - 2'X 4" BRACE @ > X 4" VERTICAL
NEEDED BASED ON BEST MEANS AND METHODS IN ORDER TO BE IN COMPLIANCE WITH STATE AND LOCAL REQUIREMENTS. THE INSTALLATION OR REMOVAL OF 2"X4" PT BOX ALL CENTER SUPPORT EACH
BMPS, EARTH DISTURBANCE, GRADING, TEMPORARY STABILIZATION AND PERMANENT STABILIZATION SHALL BE IMMEDIATELY NOTED IN THE SWPPP SUBSTANCES ~ ARE PROPERLY MANAGED AND DISPOSED OF IN ACCORDANCE WITH APPLICABLE STATE, LOCAL AND FEDERAL SIDES S i SWPPP IMPLEMENTATION LOG
’ . . REGULATIONS. THE CONTRACTOR SHALL ENSURE THAT WASTE IS NOT DISCHARGED FROM THE SITE, AND DOES NOT IMPACT CORNER (INSTALL TO
IMPLEMENTATION LOG. ALL TEMPORARY BMPS SHALL BE REPAIRED AND MAINTAINED UNTIL STABILIZATION HAS OCCURRED AND THERE IS NO RISK OF DISCHARGE. CTORMWATER OR GROUNDWATER ALLOW GRATE
TEMPORARILY SEED, IMMEDIATELY AND THROUGHOUT CONSTRUCTION, DENUDED AREAS THAT WILL BE INACTIVE FOR 7 DAYS OR MORE. PERMANENTLY STABILIZE : - — — — — REMOVAL)
AREAS TO BE VEGETATED AS THEY ARE BROUGHT TO FINAL GRADE.
C. THE CONTRACTOR SHALL PROVIDE APPROPRIATE AND ADEQUATE WASHOUT FACILITIES TO ENSURE THAT CHEMICALS AND WASTE IS WIRE FILTER EABRIC " X 4" TAP CON, 16" O.C., A RECORD OF DATES WHEN BMPs ARE INSTALLED OR REMOVED, STABILIZATION MEASURES ARE INITIATED, MAJOR GRADING ACTIVITIES OCCUR, AND CONSTRUCTION
NOT DISCHARGED FROM THE SITE, AND DO NOT IMPACT STORMWATER OR GROUNDWATER. (E.G. CONCRETE/MASONRY WASHOUT, (RUN UNDER 2" X 4" 3/16" X 2-3/4" (TYPICAL ALL ACTIVITIES TEMPORARILY OR PERMANENTLY CEASE ON PORTIONS OF THE SITE. THIS FORM MUST BE UPDATED CONTINUOUSLY THROUGHOUT THE PROJECT UNTIL THE
1. POST A COPY OF THE NOI OR LETTER FROM FDEP CONFIRMING COVERAGE UNDER THE GENERIC PERMIT, AND THE NAME AND PHONE NUMBER OF THE PAINT WASHOUT, EIFS, ETC.) THE CONTRACTOR SHALL CLEAN UP SPILLS PROMPTLY AND ENSURE THAT WASHOUT AREAS ARE AND INSIDE ERAME AND SIDES) GRATE NOTICE OF TERMINATION (NOT) IS FILED. W~
CONTRACTOR'S REPRESENTATIVE RESPONSIBLE FOR EROSION AND SEDIMENTATION CONTROL INSTALLATION AND MAINTENANCE ON A 24 HOUR BASIS. PROPERLY MAINTAINED TO PROVIDE ADEQUATE VOLUME TO PREVENT OVERFLOW. STAPLE IT TO SAME) oo
2. INSTALL PERIMETER CONTROLS IMMEDIATELY DOWNSTREAM OF THE PLANNED LOCATION OF THE CONSTRUCTION EXIT. DESCRIPTION OF ACTIVITY LOCATION CONTRACTOR BEGIN DATE END DATE G e
3. INSTALL STABILIZED CONSTRUCTION EXIT. D. THE CONTRACTOR SHALL PROVIDE ADEQUATE SANITARY FACILITIES FOR SITE PERSONNEL, MAINTAIN THROUGHOUT CONSTRUCTION, 5w
4. INSTALL PERMITER CONTROLS. THE CONTRACTOR SHALL INSTALL THE REMAINING BMPS AS SHOWN AND AS REQUIRED TO MEET PERMIT REQUIREMENTS. AND PROVIDE FOR PROPER DISPOSAL IN ACCORDANCE WITH APPLICABLE STATE, LOCAL AND FEDERAL REGULATIONS. SANITARY RUN FILTER FABRIC ° 3
SOME BMP INSTALLATIONS MAY NOT BE POSSIBLE AT THE BEGINNING OF THE PROJECT BUT MUST BE INSTALLED AS SOON AS POSSIBLE TO ENSURE FACILITIES SHALL BE PROPERLY SECURED TO PREVENT TIPPING. UNDER GRATE & = =z
COMPLIANCE. OVER STRUCTURE U ©
5. INSTALL TEMPORARY STAGING AND STORAGE AREAS. 0
6. CONSTRUCT AND STABILIZE THE SEDIMENT BASINS AND SEDIMENT TRAPS WITH APPROPRIATE OUTFALL STRUCTURES, IF REQUIRED. E. A SPILL CONTROL AND CONTAINMENT KIT (CONTAINING FOR EXAMPLE, ABSORBENT MATERIAL SUCH AS KITTY LITTER OR SAWDUST, = C
ACID, BASE, NEUTRALIZING AGENT, BROOMS, DUST PANS, MOPS, RAGS, GLOVES, GOGGLES, PLASTIC AND METAL TRASH CONTAINERS, o @
7. CONSTRUCT AND STABILIZE HYDRAULIC CONTROLS (DITCHES, SWALES, DIKES, CHECK DAMS, ETC.), IF REQUIRED. ETC.) SHALL BE PROVIDED AT THE CONSTRUCTION SITE AND IT'S LOCATION(S) SHALL BE IDENTIFIED WITH LEGIBLE SIGNAGEAND oL
8. BEGIN DEMOLITION, CLEARING AND GRUBBING OPERATIONS AS APPLICABLE. : ©
SHOWN ON THE SITE MAPS. N
9. BEGIN CONSTRUCTION OF SITE IMPROVEMENTS. =
10. PAVE SITE AND STABILIZE PER PLAN A. THE SPILL CONTROL AND CONTAINMENT KIT SHALL BE OF SUFFICIENT QUANTITIES AND APPROPRIATE CONTENT TO CONTAIN A SECTION A - A ww
11. REMOVE ALL TEMPORARY EROSION AND SEDIMENT CONTROL DEVICES AFTER SITE HAS ACHIEVED FINAL STABILIZATION. SPILL FROM THE LARGEST ANTICIPATED PIECE OF EQUIPMENT AND FROM THE LARGEST ANTICIPATED QUANTITIES OF PRODUCTS
12. SUBMIT NOTICE OF TERMINATION (NOT) ONCE ALL CONSTRUCTION IS COMPLETE AND ALL AREAS ARE STABILIZED PER PLAN. STORED ON THE SITE AT ANY GIVEN TIME. NOTES:
1. DROP INLET SEDIMENT BARRIERS ARE TO BE USED FOR SMALL, NEARLY
GENERAL NOTES F. WHEN A SPILL OF REPORTABLE QUANTITIES IS DISCOVERED ON THE SITE, THE CONTRACTOR SHALL CLEAN UP ALL SPILLED MATERIALS LEVEL DRAINAGE AREAS. (LESS THAN 5%). 30% REVIEW
T T CONTIACTORS SEGPONIITY O FLE OTCE F NTENT T USE GENERI PEAWIT 1 STOmMIATER ICHAGE FR CONSTRUCTIN
ACTIVITIES" (DEP FORM 62-621.300(4)(B) OR LATEST VERSION) TO FDEP TO THE FOLLOWING ADDRESS OR THROUGH THE FDEP ON-LINE SYSTEM AT LEAST TWO ' - . : .
( ((E) SION) SHALL RETAIN CLEANUP INFORMATION AS WELL AS DISPOSAL MANIFESTS WITH THEIR SWPPP. GROUND ELEVATION DOWNSLOPE TO PREVENT RUNOFF FROM NOTE: CONTRACTOR TO ADD SHEETS TO THE SWPPP IMPLEMENTATION LOG AS NECESSARY
(2) DAYS BEFORE COMMENCEMENT OF CONSTRUCTION:
BYPASSING THE INLET. A TEMPORARY DIKE MAY BE NECESSARY ON
NPDES STORMWATER NOTICES CENTER, MS #2510 FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION, 2600 BLAIR STONE ROAD, TALLAHASSEE, FLORIDA MATERIALS MANAGEMENT, AND EQUIPMENT STAGING AND MAINTENANCE THE DOWNSLOPE SIDE OF THE STRUCTURE. NOTE:
32399-2400 A. EXCAVATED MATERIAL SHALL NOT BE DEPOSITED IN LOCATIONS WHERE IT COULD BE WASHED AWAY BY HIGH WATER OR STORM AVOID USING IN TRAEFIC AREAS AS
WATER RUNOFF. STOCKPILED MATERIAL SHALL BE COVERED OR ENCIRCLED WITH SEDIMENT CONTAINMENT DEVICES. 3. FASTEN FRAMING TO STRUCTURE TO ALLOW GRATE REMOVAL. THIS CAN CAUSE A HAZARD
THE CONTRACTOR SHALL SUBMIT A NOTICE OF TERMINATION (NOT) WITHIN 14 CALENDAR DAYS AFTER THE SITE HAS ACHIEVED FINAL STABILIZATION (I.E. ALL 4. LEAVE EXPOSED EDGE TO ALLOW FOR PAVING TO GRADE
DISTURBED SOILS AT THE SITE HAVE BEEN FINAL STABILIZED), TEMPORARY BMPS HAVE BEEN REMOVED, AND STORMWATER DISCHARGES ASSOCIATED WITH B. HEAVY CONSTRUCTION EQUIPMENT PARKING AND MAINTENANCE AREAS SHALL BE DESIGNED TO PREVENT OIL, GREASE, AND FILTER FABRIC
CONSTRUCTION ACTIVITY FROM THE SITE AUTHORIZED BY THE PERMIT HAVE BEEN ELIMINATED. LUBRICANTS FROM ENTERING SITE DRAINAGE FEATURES INCLUDING STORMWATER COLLECTION AND TREATMENT SYSTEMS. "
CONTRACTORS SHALL PROVIDE BROAD DIKES OR SILT SCREENS AROUND, AND SEDIMENT SUMPS WITHIN, SUCH AREAS AS REQUIRED ( CONCRETE BLOCKS
AN ENVIRONMENTAL RESOURCE PERMIT IS REQUIRED FOR THE PROJECT. CONTRACTOR SHALL PROVIDE THE PERMIT INFORMATION ON THE NOI APPLICATION. TO CONTAIN SPILLS OR OIL, GREASE, LUBRICANTS, OR OTHER CONTAMINANTS. CONTRACTOR SHALL HAVE AVAILABLE, AND SHALL &l runore - 5 ﬂ{;HLTERED
USE, ABSORBENT FILTER PADS TO CLEAN UP SPILLS IMMEDIATELY AFTER ANY OCCURRENCE. z 3 858 WATER
| CONCRETE BLOCK w ’x,/\\v\”\Q A 5
MS4 OPERATOR NAME (IF ANY): C. THE CONTRACTOR SHALL ENSURE THAT ALL TOXIC / HAZARDOUS SUBSTANCES AND CHEMICALS ARE PROPERLY STORED, OUT OF THE FILTER FABRIC INLET PROTECTION DETAIL FILTER FABR] SRR
WEATHER, AND USED IN ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS. THE CONTRACTOR SHALL ENSURE THAT THESE TS SEDIMENT FILTER /\\//>\ INLET
THE CONTRACTOR SHALL PROVIDE A COPY OF THE NOI AND SUBSEQUENT NOT OR THE ACKNOWLEDGEMENT LETTERS FOR THE NOI OR NOT TO THE MS4 WITHIN PRODUCTS ARE STORED AND USED IN SUCH A MANNER THAT WILL NOT NEGATIVELY IMPACT STORMWATER, GROUNDWATER OR i < s \
7 DAYS OF RECEIPT. THE CONTRACTOR SHALL ALSO COORDINATE WITH THE MS4 TO ENSURE THAT ALL SPECIFIC REQUIREMENTS ARE MET. PROTECTED SPECIES. NOTE. % 09
. (o] o
AVOID USING IN TRAFFIC AREAS AS e 09 SECTION
B. WHERE PRACTICAL, STORMWATER SHALL BE CONVEYED BY SWALES. SWALES SHALL BE CONSTRUCTED AS SHOWN ON PLANS. D. THE CONTRACTOR SHALL ENSURE THAT ALL MATERIALS, EQUIPMENT, DEBRIS, WASTE, TRAILERS, AND OTHER SUPPORT RELATED THIS CAN CAUSE A HAZARD 09 2
ITEMS ARE CONTAINED WITHIN THE PERMITTED LIMITS OF DISTURBANCE. THE CONTRACTOR SHALL ENSURE THAT THE STORAGE AND : oo °5 1. PLACE CONCRETE BLOCKS IN A SINGLE ROW
C. EROSION CONTROL MEASURES SHALL BE EMPLOYED TO MINIMIZE TURBIDITY OF SURFACE WATERS LOCATED DOWNSTREAM OF ANY CONSTRUCTION USE OF SUCH ITEMS DOES NOT NEGATIVELY IMPACT STORMWATER OR GROUNDWATER. % 09 AROUND PERIMETER OF INLET ON THEIR SIDES,
ACTIVITY. WHILE THE VARIOUS MEASURES REQUIRED WILL BE SITE SPECIFIC, THEY SHALL BE EMPLOYED AS NEEDED IN ACCORDANCE WITH THE FOLLOWING: 0% %o WITH ENDS OF ADJACENT BLOCKS ABUTTING.
OFFSITE VEHICLE TRACKING A 88 gg 2. HEIGHT OF BARRIER VARIES. USE STACKS OF
. IN GENERAL, EROSION SHALL BE CONTROLLED AT THE FURTHEST PRACTICAL UPSTREAM LOCATION. A. THE CONTRACTOR SHALL ENSURE THAT THE CONSTRUCTION EXIT IS USED BY ALL VEHICLES AND EQUIPMENT ENTERING OR LEAVING S0 o9 . :_llz’:‘gm%::Nl(s::ﬁeggézlz?;?\l%ﬁ'&Il\tﬂiE|GHT o
Il. NEW AND EXISTING STORMWATER INLETS AND OUTFALL STRUCTURES SHALL BE PROTECTED DURING CONSTRUCTION. PROTECTION MEASURES SHALL BE THE JOBSITE. THE CONTRACTOR SHALL MONITOR AND MAINTAIN THE CONSTRUCTION EXIT TO ENSURE THAT NO SOILS ARE TRACKED % 09 " 54" PLACE FILTER FABRIC OVER VERTIGAL FACE
EMPLOYED IMMEDIATELY AS REQUIRED DURING THE VARIOUS STAGES OF CONSTRUCTION. OFFSITE BY TIRES OR TRACKS, AND THAT NO SOILS ARE SPILLED BY TRUCKS OR EQUIPMENT LEAVING THE SITE. ALL TRACKED OR GRAVEL FILLED SANDBAGS 08 80 OF CONGRETE BLOCKS
SPILLED SOILS SHALL BE SHOVELED OR SWEPT FROM THE ROADWAY AND RETURNED TO THE SITE. WATER SHALL NOT BE USED TO o o -
IIl. PERIMETER EROSION CONTROL DEVICES SHALL REMAIN IN PLACE UNTIL FINAL SITE STABILIZATION HAS BEEN ESTABLISHED o o
CLEAN THE SOILS FROM THE ROADWAY UNLESS THE WATER AND SOILS ARE RECOVERED BY THE USE OF A VACUUM TRUCK OR ARE STACKED TIGHTLY o0 og 4. THE SEDIMENT FILTER SHALL BE ANY
SIMILAR DEVICE. BACK OF CURB o2 3 NON-ERODIBLE MATERIAL SUCH AS LOOSE
D. CLEARING AND GRUBBING OPERATIONS SHALL BE CONTROLLED SO AS TO MINIMIZE UNPROTECTED ERODIBLE AREAS EXPOSED TO WEATHER. GENERAL ya ROCK, BROKEN CONCRETE THAT WILL SLOW c
EROSION CONTROL BMP'S SHALL BE EMPLOYED TO MINIMIZE SOIL EROSION AND OFF-SITE SEDIMENTATION. WHILE THE VARIOUS TECHNIQUES REQUIRED WILL THE FLOW OF THE WATER AND ALLOW IT TO K]
BE SITE AND PLAN SPECIFIC, THEY SHOULD BE EMPLOYED PRIOR TO ANY CONSTRUCTION ACTIVITY. FERTILIZERS, HERBICIDES AND PESTICIDES GRATED INLET SEDIMENT FILTER FILTER THROUGH AND OVER THE MATERIAL K]
A. THE CONTRACTOR SHALL ENSURE THAT ALL FERTILIZERS, HERBICIDES, PESTICIDES AND SIMILAR PRODUCTS ARE PROPERLY STORED, BEFORE ENTERING THE INLET. q>)
' —
E. THE CONTRACTOR SHALL FURNISH, INSTALL PER THE SEQUENCE OF CONSTRUCTION, MAINTAIN AND SUBSEQUENTLY REMOVE, ALL NECESSARY TEMPORARY gﬁ;ugg TT:AETV¥E'2;:EPR§ OADNUDCTASPiLR'E%é'\éDA&CgSgS'XC,& AmTEF;{ '\T"QR'#J\F/GEI Lil%'ETR,fE gAEﬁsngmA%:TcI?’\ésTbRTwH\AE/ A(‘IEEIIQ\ITSQSIJONFI;V\?X"?ELIR: 2LAN o
BMPS. THE CONTRACTOR WILL FURNISH AND INSTALL ALL NECESSARY PERMANENT BMPS. OR PROTECTED SPEGIES.
F. THE CONTRACTOR SHALL ADJUST, ADD OR MODIFY BMPS AS NECESSARY TO COMPLY WITH THE INTENT OF THE GENERIC NPDES PERMIT AND THE SWPPP FOR B. NUTRIENTS SHALL BE APPLIED ONLY AT RATES NECESSARY TO ESTABLISH AND MAINTAIN VEGETATION BLOCK AND AGGREGATE INLET SEDIMENT FILTER TOF VIEW
NO ADDITIONAL COMPENSATION. THE CONTRACTOR SHALL CONSULT WITH THE ENGINEER PRIOR TO ADJUSTING, ADDING OR MODIFYING BMPS THAT AFFECT : : CATCH BASIN
THE HYDRAULICS OF THE SITE OR BEFORE ADDING BMPS NOT DETAILED IN THE SWPPP. N.T.S.
INSPECTIONS AND MAINTENANCE
G. THE CONTRACTOR IS ADVISED THAT THE CONTRACT DRAWINGS ONLY INDICATE EROSION, SEDIMENT, AND TURBIDITY CONTROLS AT LOCATIONS DETERMINED IN A. THE CONTRACTOR SHALL INSPECT BMPS (I.E. DISCHARGE LOCATIONS, CONSTRUCTION EXIT, PERIMETER CONTROLS, INLET
THE DESIGN PROCESS. HOWEVER, THE CONTRACTOR IS REQUIRED TO PROVIDE ANY ADDITIONAL CONTROLS NECESSARY TO PREVENT THE POSSIBILITY OF PROTECTION, STABILIZATION, EROSION CONTROL, DOCUMENTATION, WASTE DISPOSAL AREAS, MATERIAL STORAGE AREAS, ETC.) TO
SILTING ANY ADJIACENT LOWLAND PARCEL OR RECEIVING WATER. ENSURE THAT BMPS ARE NOT CAUSING OR CONTRIBUTION TO VIOLATIONS OF WATER QUALITY STANDARDS OR RESULTING IN OFFSITE 18" MIN.
SEDIMENTATION; ENSURE THAT BMPS ARE INSTALLED, MAINTAINED AND OPERATING CORRECTLY AND EFFECTIVELY; ENSURE THAT . NON-WOVEN COVER
0SI0 S CONTRO SURES o c OR TO. OR AS ors CONSTRUCTIO o CTOR IS RESPONS BMPS ASSOCIATED WITH STORAGE AND WASTE DISPOSAL AREAS ARE BEING USED AND MAINTAINED PROPERLY; ENSURE THAT THE GRAVEL {12" MIN. DEPTH)
H. ERR ' l'\\‘APAL'\‘Y'?N E\?Jl"_"rENATLL EgTRl '-NMEAN?SEL GEE T REE PhA \53 PEITSETPLANR ATHT:ERF'R ITN TEPN'TNR LN YTF;léMT'DEN- TFL':EED VI\\‘I-II—'IBI-fI‘NTTHRI’EI R'\'IE TPR N TIIBLIE CONSTRUCTION EXIT IS FUNCTION PROPERLY TO PREVENT OFFSITE TRACKING OF SEDIMENT; ENSURE THAT EROSION PREVENTION
OR CO G OSION CONTRO SURES SHOWN O S OSION CONTROL SYS SC CONSTRUCTIO MEASURES ARE MAINTAINED TO PREVENT VISIBLE EROSION OF DISTURBED AREAS AND SEDIMENTATION AT THE DISCHARGE POINTS; I SEDIMENT S PG RUNOFF WATER Desianed: R.RODNEY
DOCUMENTS SHOULD BE CONSIDERED TO REPRESENT THE MINIMUM ACCEPTABLE STANDARDS FOR THIS PROJECT. ADDITIONAL EROSION CONTROL MEASURES AND DETERMINE IF CONSTRUCTION AGTIVITIES HAVE ALTERED THE EFFECTIVENESS OF BMPS. INSPECTIONS MUST BE COMPLETED AT g Y
MAY BE REQUIRED DEPENDENT UPON THE STAGE OF CONSTRUCTION, THE SEVERITY OF THE RAINFALL EVENT AND/OR AS DEEMED NECESSARY AS A RESULT : PLAN VIEW NS LA AA
' LEAST ONCE EVERY SEVEN (7) CALENDAR DAYS, AND WITHIN 24 HOURS AFTER A RAINSTORM OF 0.50 INCHES OR GREATER EVEN IF IT ELAN VIEW —X, 5 Suasmcal aDA S Drawn:
OF ON-SITE INSPECTIONS BY THE OWNER, THEIR REPRESENTATIVES, OR THE APPLICABLE JURISDICTIONAL AUTHORITIES. THESE ADDITIONAL MEASURES (IF RAINS ON THE WEEKEND OR A HOLIDAY . W0 0 17 AT : T.NEWMAN
NEEDED) SHALL BE INSTALLED AT NO ADDITIONAL COST TO THE OWNER. IT SHOULD BE NOTED THAT THE MEASURES IDENTIFIED ON THIS PLAN ARE ONLY ' PONDING - BACK OF CURB /\\//\\//\\//\\//\// i i O & \\//\\’
SUGGESTED BEST MANAGEMENT PRACTICES (BMPS). THE CONTRACTOR SHALL PROVIDE POLLUTION PREVENTION AND EROSION CONTROL MEASURES AS HEIGHT=~_ - SPILLWAY (—’] \\///\\///\\///\\/\ / 3 \///} Checked: E.MOORE
SPECIFIED IN FDOT INDEXES #100 THROUGH #102 AND AS NECESSARY FOR EACH SPECIFIC APPLICATION. IT IS THE CONTRACTOR'S ULTIMATE RESPONSIBILITY B. THE CONTRACTOR SHALL REPORT ALL INSPECTION FINDINGS AND CORRECTIVE ACTIONS TAKEN AS A RESULT OF THE INSPECTION — === = — T INVANAN - . M
TO ASSURE THAT THE STORMWATER DISCHARGE FROM THE SITE DOES NOT EXCEED THE TOLERANCES ESTABLISHED BY ANY OF THE APPLICABLE USING THE STORMWATER POLLUTION PREVENTION PLAN INSPECTION REPORT FORM PROVIDED BY FDEP OR AN EQUIVALENT FORM. J I ﬂ:\ El=EEEEEE & ’ ¢ Job No.: 1906.001
JURISDICTIONAL AUTHORITIES. INSPECTION REPORTS SHALL BE SIGNED BY THE INSPECTOR AND A RESPONSIBLE AUTHORITY AS DEFINED BY THE PERMIT. = T T T TP T T 2 . " :
INSPECTION REPORTS SHALL BE MAINTAINED WITH THE SWPPP. THE INSPECTOR MUST BE A QUALIFIED EROSION AND SEDIMENT M=ITF Date- 11/18/24
CONTROL INSPECTOR AS DEFINED BY THE FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION. —IF TREATED WATER WIRE MESH W/ FILTER FABRIC ate.

I.  THE CONTRACTOR SHALL KEEP THE SWPPP CURRENT AT ALL TIMES. THE CONTRACTOR SHALL SIGN AND DATE ANY CHANGES TO THE SWPPP AND KEEP THEM
AS ATTACHMENTS TO THE ORIGINAL PLAN. WHENEVER ANY OF THE FOLLOWING EVENTS OCCUR, THE CONTRACTOR SHALL UPDATE THE SWPPP WITHIN 7 DAYS:

C. ANY MAINTENANCE, REPAIR AND NECESSARY REVISIONS TO BMP ITEMS SHALL BE ADDRESSED IN A TIMELY MANNER, BUT IN NO CASE
I. THERE IS A CHANGE IN DESIGN, CONSTRUCTION OPERATION OR MAINTENANCE THAT HAS A SIGNIFICANT EFFECT ON THE DISCHARGE FROM THE PROJECT LATER THAN 7 CALENDAR DAYS FOLLOWING THE INSPECTION OR IDENTIFICATION OF THE ISSUE. UNLESS OTHERWISE SPECIFIED.
Il. THERE IS A NEW DISCHARGE POINT OUR OUTFALL

ACCUMULATED SEDIMENTS SHOULD BE REMOVED BEFORE THEY REACH ONE-HALF OF THE CAPACITY OF THE CONTROL DEVICE.
Ill. THERE IS A CHANGE IN THE LOCATION OF A DISCHARGE POINT OF OUTFALL

CURB INLET

SPECIFIC APPLICATION 1/4" MIN. THICK HIGH DENSITY

POLYETHELENE FRAME.

IV. AN INSPECTION REVEALS THAT BMPS ARE INEFFECTIVE AT ELIMINATING OR MINIMIZING POLLUTANTS IN THE STORMWATER DISCHARGED FROM THE SITE. ALLOWABLE NON-STORMWATER DISCHARGES ?LJ CATCH BASIN e THIS METHOD OF INLET PROTECTION IS APPLICABLE WHERE HEAVY CONCENTRATED FLOWS ARE
V. THERE IS A NEW SUBCONTRACTOR IMPLEMENTING ANY PORTION OF THE SWPPP - — EXPECTED, BUT NOT WHERE PONDING AROUND THE STRUCTURE MIGHT CAUSE EXCESSIVE
- THE GENERIC PERMIT FOR STORMWATER DISCHARGES ASSOCIATED WITH CONSTRUCTION ACTIVITIES PROHIBIT MOST INCONVENIENCE OR DAMAGE TO ADJACENT STRUCTURES AND UNPROTECTED ACRES.
VI. A RELEASE CONTAINING A HAZARDOUS SUBSTANCE IN AN AMOUNT EQUAL TO OR GREATER THANA  REPORTABLE QUANTITY OCCURS DURING A 24-HOUR NON-STORMWATER DISCHARGES DURING THE CONSTRUCTION PHASE. CERTAIN DISCHARGES ARE ALLOWED BY THE PERMIT,
PERIOD PROVIDED APPROPRIATE BMP'S ARE UTILIZED AND THE DISCHARGE DOES NOT CAUSE OR CONTRIBUTE TO A VIOLATION OF WATER SECTION A-A * GRAVEL SHALL BE 2"-3" CLEAN STONE
QUALITY STANDARDS. ALLOWABLE NON-STORMWATER DISCHARGES THAT OCCUR DURING CONSTRUCTION ON THIS PROJECT PER NOTES:
J. THE CONTRACTOR SHALL ENSURE THAT THE CONTRACTOR AND ALL SUBCONTRACTORS RESPONSIBLE FOR IMPLEMENTING SWPPP CONTROL MEASURES FILL PART 3.2 OF THE GENERIC PERMIT ARE: 1. PLACE CURB TYPE SEDIMENT BARRIERS ON GENTLY SLOPING STREET SEGMENTS
OUT THE CONTRACTOR / SUBCONTRACTOR CERTIFICATION TABLE INCLUDED IN THIS SWPPP. DISCHARGES FROM FIRE FIGHTING ACTIVITIES. WHERE WATER CAN POND AND ALLOW SEDIMENT TO SEPARATE FROM RUNOFF. G RAVEL & WIRE M ESH INLET SED| MENT FILTER I
FIRE HYDRANT FLUSHINGS. N.T.S. Z
K. THE CONTRACTOR SHALL COMPLETE THE CONSTRUCTION SEQUENCE TABLE INCLUDING IN THIS SWPPP PRIOR TO PROCEEDING WITH THE INSTALLATION OF WATERS WITHOUT DETERGENTS USED TO SPRAY OFF LOOSE SOLIDS FROM VEHICLES. 2. SANDBAGS OF EITHER BURLAP OR WOVEN GEOTEXTILE FABRIC, ARE FILLED WITH
BMPS AND PRIOR TO GROUND DISTURBING ACTIVITIES. THE CONTRACTOR SHALL COMPLETE THE TABLE WITH ANTICIPATED DATES IN WHICH THE BMP WILL BE WATERS USED TO CONTROL DUST. GRAVEL, LAYERED AND PACKED TIGHTLY. =z Lu I l I
UTILIZED OR THE ACTIVITY WILL OCCUR.
POTABLE WATER SOURCES SUCH AS WATERLINE FLUSHINGS. 3. LEAVE ONE SANDBAG GAP IN THE TOP ROW TO PROVIDE A SPILLWAY FOR OVERFLOW. BASE OF FRAME SHAPED & O >
LANDSCAPE IRRIGATION AND DRAINAGE. SIZEDTO FIT INLET TOP. >~ E ]
TURBIDITY ROUTINE EXTERNAL BUILDING WASHDOWN PROVIDED NO DETERGENTS ARE USED. 4. INSPECT BARRIERS AND REMOVE SEDIMENT AS NECESSARY. SEDIMENT AND GRAVEL \ — O LL
PAVEMENT WASHWATERS THAT DO NOT CONTAIN DETERGENTS, LEAKS, SPILLS OF TOXIC OR HAZARDOUS MATERIALS. MUST BE REMOVED FROM THE TRAVELED WAY IMMEDIATELY. SIDE VIEW Z D_ -
A. TURBIDITY REDUCTION TO NO MORE THAN 29 NTUs ABOVE BACKGROUND LEVEL PRIOR TO AIR CONDITIONING CONDENSATE \ | - < ( )
DISCHARGE OFF SITE. SPRING WATER ' ‘ | | ] O >
B CONTRACTOR TO FILE FOR A FDEP NOTICE OF INTENT (NON WITHIN 14 DAYS OF FOUNDATION OR FOOTING DRAIN FLOWS THAT ARE NOT CONTAMINATED WITH PROCESS MATERIAL SUCH AS SOLVENTS. DRIPLINE OF TREE IS | | — o U) <
: (No NONCONTAMINATED GROUND WATER ASSOCIATED WITH DEWATERING ACTIVITIES AS DESCRIBED IN PART 3.4 OF THE GENERIC THE EXTENT OF ITS O — m
CURB INLET PROTECTION DETAIL | | aZ|l W =
NTS. \ \ TYPICAL CONSTRUCTION SEQUENCE >
| | FOR DOME FRAME & COVER Y O > —
NOTE: e ~ | LU L
, 1. EXCAVATE APPROXIMATELY 4" TO 6" BELOW THE TOP OF THE INLET STRUCTURE.
AVOID USING IN TRAFFIC AREAS AS 2" ORANGE FLAGGING TAPE 3E[ % ‘ LIJ I_ I I I I O
THIS CAN CAUSE A HAZARD. @30"0.C. ) | 2. PLACE THE FRAME ONTO THE INLET STRUCTURE, ENSURING PROPER SEATING = Z2 <
OF FRAME TO STRUCTURE. < L ‘ I )
1. REMOVE TRAPPED SEDIMENT WHEN BRIGHTLY COLORED EXPANSION RESTRAINT LOOPS SIZED FOR 2'X1/4" : =
" CAN NO LONGER BE SEEN FINISH SECURE RECTANGULAR BAR TO OR RECTANGULAR BAR. LIFT 3. SLIDE THE COVER OVER THE FRAME. ; > <
2. GEOTEXTILE SHALL BE A WOVEN POLYPROPYLENE FABRIC THAT MEETS OR GRADE UNDER SURROUNDING SURFACE. FILTER BAG FROM INLET USING 14.5 GAUGE WIRE MESH FENCE ) L zZ
" EXCEEDS REQUIREMENTS IN THE SPECIFICATIONS TABLE RECTANGULAR BAR FOR 2 X 2", INSTALLED AT @ TREE 4. FILL THE COVER POCKETS WITH SOIL, #57 GRAVEL OR EQUIVALENT. THE COVER 2
Q : HANDLES. ’ & POCKETS SHOULD BE COMPLETELY FILLED TO ENSURE A GOOD SEAL BETWEEN e Z <
3. PLACE AN OIL ADSORBENT PAD OR PILLOW OVER INLET GRATE WHEN OIL SPILLS 'BIRIRININININIRININ| DRIPLINE H Y a
ARE A CONCERN. s BACK OF CURB I THE GROUND AND INLET STRUCTURE. O (al p—
4. INSPECT PER REGULATORY EQUIREMENTS. 2 D:
5. THE WIDTH, "W", OF THE FILTER SACK SHALL MATCH THE INSIDE WIDTH OF THE A OVERFLOW HOLES / STEEL TEE POST W/ CAPS DRIVE 5. BACK FILL AROUND THE FRAME AND COVER ASSEMBLY IS NOT REQUIRED TO —
GRATED INLET BOX. 234" INTO GROUND, 8 O.C. (ATTACH WIRE \ COMPLETE INSTALLATION; HOWEVER, BACKFILLING MAY BE NECESSARY TO U)
6. THE DEPTH, "D", OF THE FILTER SACK SHALL BE BETWEEN 18 INCHES AND 36 RUBBER ™~ 1 GEOTEXTILE BAG MESH W/ TWISTED WIRE """ TvP. COMPLETE EXCAVATION REQUIREMENTS FOR THE SITE. N
INCHES. BLOCK (TYP) ‘4 1/4" BRIGHTLY COLORED
7. THE LENGTH, “L", OF THE FILTER SACK SHALL MATCH THE INSIDE LENGTH OF THE NYLON ROPE EXPANSION
GRATED INLET BOX. 1/4" BRIGHTLY RESTRAINT TREE PROTECTION DETAIL DOMED INLET PROTECTION (PREFABRICATED)
8. EXTRA CARE SHALL BE TAKEN TO ENSURE REGULAR MAINTENANCE OF FILTER COLORED NYLON A SPILLWAY
SACKS USED IN RIGHT OF WAY TO ENSURE ADEQUATE DRAINAGE CAPACITY. ROPE EXPANSION 0 GRAVEL FILLED N.T.S. N.T.S.
RESTRAINT LOOPS SIZED FOR 1" REBAR. T
= SANDBAGS ARE
USE REBAR FOR A HANDLE TO £ STAC 5 Stormwater Team
LOW TO MODERATE FLOW GEOTEXTILE FABRIC SPECIFICATION TABLE EMPTY FILTER SACK AT A LéJ TACKED TIGHTLY
PROPERTIES TESTMETHOD | UNITS i . SEDIMENT COLLECTION > NOTES: Description Name Company
GRAB TENSILE STRENGTH ASTM D-4632 300L8S - LOCATION. 1. PLACE CURB TYPE SEDIMENT BARRIERS ON GENTLY SLOPING STREET SEGMENTS Contractor:
PONGTURE Ao TN Dsa 120 L8S 4 < b WHERE WATER CAN POND AND ALLOW SEDIMENT TO SEPARATE FROM RUNOFF. :
MULLEN BURST ASTM D-3786 800 PSI
TRAPEZOID TEAR ASTM D-4533 120185 2. SANDBAGS OF EITHER BURLAP OR WOVEN GEOTEXTILE FABRIC, ARE FILLED WITH Contractor's Responsible
- 0
APPARENT OPENING SIZE ASTM D-4751 40 US SIEVE CAUTION: BAGGED INLET PROTECTION GRAVEL, LAYERED AND PACKED TIGHTLY. o
FLOW RATE ASTM D-4491 40 GAUMINSQ FT REQUIRES ADDITIONAL MAINTENANCE g z CONSTRUCTION SEQUENCING TABLE éu t‘h ?”éy‘ o) THIS SHEET NOT VALID FOR
PERMITTIVITY ASTM D-4491 . - < = TO ENSURE THAT THE BMP FUNCTIONS 3. TAPER TO ONE SANDBAG TO PROVIDE A SPILLWAY FOR OVERFLOW. " ualifie nspector(s): CONSTRUCTION WITHOUT
SR e LSO _ TOENSURE THAT THE BUP FUNCT ~. “ ANTICIPATED CONSTRUCTION SEQUENCE* | JAN [ FEB[MAR[APR[MAY[JUN [ JUL [AUG[SEP [OCT|NOV|DEC COMPLETE SET OF PLANS. SEE
PROPERTIES JESTVETHOD L ONTS A FLOODING. 4. INSPECT BARRIERS AND REMOVE SEDIMENT AS NECESSARY. SEDIMENT AND CONSTRUCTION ENTRANCE . GENERAL NOTES FOR MASTER
Py ——— preTry— py— A GRAVEL MUST BE REMOVED FROM THE TRAVELED WAY IMMEDIATELY. TEMPORARY CONTROL MEASURES Maintenance Personnel: LEGEND
GRAB TENSILE ELONGATION ASTM D-4632 20% .
PUNCTURE ASTM D-4833 135L8S SECTION VIEW STORM FACILITIES
MULLEN BURST ASTM D-3786 420 PSI
TRAPEZOID TEAR ASTM D-4533 45LBS PROFILE VIEW OF \ ROUGH GRADE / SEDIMENT CONTROL S heet N O
UV RESISTANCE ASTM D-4355 90 % INSTALLED FILTER SACK ’
APPARENT OPENING SIZE ASTM D-4751 20 US SIEVE FOUNDATION / BUILDING CONSTRUCTION
FLOW RATE ASTM D-4491 200 GAL/MIN/SQ FT
PERMITTIVITY ASTM D-4491 L5SEC 1 CURB LINE PROTECTION DETAIL E:,::Esﬁ%’\gr;ggﬂo'\l The contractor shall complete this table E 4
GEOTEXTILE BAG INLET PROTECTION DETAIL ISOMETRIC MIEW ' i indivi
= PERMANENT CONTROL MEASURES identifying thel md\vwdua\.slgf the stormwater -
S * THIS IS ONLY A GUIDE, CONTRACTOR IS TO USE HIS JUDGMENT TO MODIFY AS NEEDED. team and their responsibilities.
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DEMOLITION LEGEND

><><> APPROX. LIMITS OF DEMOLITION. IT
IS THE CONTRACTOR'S
RESPONSIBILITY TO IDENTIFY ALL
EXISTING SITE FEATURES TO BE
DEMOLISHED IN ORDER TO
ACHIEVE DESIGN INTENT.
REFERENCE LANDSCAPE PLANS
FOR TREE PRESERVATION /
IMPACTS.

X DEMO & REMOVE ITEM

sSunshinefil
A

Call 811 or www.sunshine811.com two full
business days before digging to have utilities
located and marked.

Check positive response codes before you dig!
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NE. INV. EL. = 9.70 s TO BE RELOCATED TREE TO BE Q
SW INV. EL. = 8.69 . @% REMOVED N
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: @ MAILBOXES J <
N 4 BURIED ELEC, oS
N EAVE LINE Oy
CURB INLET
e FOR PUMP N
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SITE BENCHMARK  #1 2

TRAFFIC CONTROL BOX
DETECTABLE WARNING SURFACE

SIDEWALK RAMP
TRAFFIC CONTROL POLE

Lol TRAFFIC CONTROL BOX
RAME / N CONGRETE WAL T e /é’%’ CONC. POLE WITH ELEC. BOX
HOUSE ELEVATION = 13.78 / TRAFFIC CONTROL BOX
TWO (2) COMM BOXES

)
X

Lo ¢ METAL POLE FOR BILLBOARD
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N. RIM EL. = 14.08 ATTACHED TO UTILITY POLE
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LEGEND:

PROPOSED ASPHALT

— — RECREATIONAL VEHICLE SETBACKS

SITE DATA INFORMATION:

SITE PARCEL NUMBERS:

PARCEL No. 25801-000-000 138,956.40 SF. (3.19 AC)
PARCEL No. 25802-010-000 48,787.20 SF. (1.12 AC)
PARCEL No. 25804-000-000 23,522.40 SF. (0.54 AC))

SECTION - 24 / TOWNSHIP -4 S/ RANGE - 14 W

ON-SITE LAND INFORMATION:

CURRENT LAND USE: MU-PKR (MIXED USE -1)
PROPOSED LAND USE: MU-PKR (MIXED USE -1)
CURRENT ZONING: FLU(PKR)
PROPOSED ZONING: FLU(PKR)

AREA OF PROPOSED IMPROVEMENTS: 202,544.00 S.F. (4.65 AC.)

DEVELOPMENT TYPE: PARK

ADJACENT LAND INFORMATION:

NORTH EAST SOUTH WEST

EXISTING LAND USE (MU) (COMM(CAL)) (MU) (LDR)

FLOOD ZONE INFORMATION:

A REVIEW OF FLOOD INSURANCE RATE MAP NUMBERS 12005C0337H AND xH FOR BAY COUNTY,

FLORIDA, AND INCORPORATED AREAS, COMMUNITY PANEL NUMBER x, EFFECTIVE DATE: JUNE 2, 2008,

INDICATES THAT THE PROPERTY SHOWN HEREON IS WITHIN ZONE X..

w0 | 5=
I RINE P STOP SIGN R1-1 PER FDOT
Yixx |y INDEX 700-010
wlz9 |5 (30"x30")
™~
NEE LETTERS - WHITE
SN RETRO-REFLECTIVE
R ST BACKGROUND - RED
ARy, RETRO-REFLECTIVE
N eSH-Lrey, SERVICE POLE
5875233 e CONC. WALL | WITH 2 POWER SOUTHERN LIGHT
S11S BAYOU W CONC_ COLUMN 6" CHAIN_LINK FENCE IN DISREPAIR ASPHALT\DRIVE | METERS, 7 FIBER OPTIC MARKER
—sip— - —A— - @ J— e A N — N FIBER
v D & & L o AT vl v OPTIC
o | ® ® N @@i@ : / VAULT
? / N T Vi CHAIN LINK FENCE
y o
LIGHT ATTACHED N T / SANITARY SEWER MANHOLE
TO PILING f MAILBOYES N. RIM EL. = 14.40
SE INV. EL. = 6.38
’W SWINV. EL. = 6.60
MEAN HIGH WATER LINE
2 CONTOUR 0.78' NAVD 88 24" WIDE
% LOCATED 1,/18,/2021 WHITE STOP
7 BAR
o, TRAFFIC CONTROL BOX PER FDOT
el INDEX 711-001
%{p 6" WATER MAIN
&
NG DENOTES PILING

BOAT Y
LN -

WOOD SEAWALL —

\ LS
® RIPRAP N L2 e —
‘s @ \ )
® %% - k

T TRAFFIC
‘ , T CONTROL BOX
SN ‘. S. INV. EL. = 10.99 R <§
SW NV, EL = 1029 S ~ TRAFFIC CONTROL O
2 — FIBER DUCT BANK

UNITY FIBER

Q)
OPTIC LINE %
S
&

TRANSFORMER /[ So- V) P
POLE / :

\-

ON-SITE PARKING INFORMATION: SANITARY SEWER MANHOLE e ,
N. RIM EL. = 15.29 24" WIDE Q
PROPOSED: (17) 0 DEGREES 9' X 20' SPACES NE. INV. EL. = 9.70 (/E WHITE STOP Q
(1) ACCESSIBLE 0 DEGREE (11' x 20' w/5' AISLE) SPACE PROVIDED SW INV. EL. = 8.69 ) BAR ™
- 30 PER FDOT O
Dy 4 ”zy 2" PVC INDEX 711-001
PERVIOUS / IMPERVIOUS INFORMATION: CONTRACTOR TO PAVE {@7/7/, BURIED ELEC. OQ
&
AROUND SANITARY SEWER FAVE LINE SIE Q/& CURB INLET Q>

PRE-DEVELOPMENT INFORMATION: SF ACRES % MANHOLE COVER N, FOR PUMP ) ///)/

PERVIOUS AREA 170,635.00 S.F. (3.92 AC.) 81.33% STOP SIGN R1-1 PER FDOT AT&T FIBER OPTIC LINE %

IMPERVIOUS AREA 39,089.00 S.F. (0.90 AC.) 18.67% I(l:\slgll)i(:)%(oz)OO-O‘IO TRAFFIC CONTROL BOX v
TOTAL PER-DEVELOPMENT INFORMATION 209,724.00 S.F. (4.82 AC.)| 100.00% LETTERS - WHITE DETECTABLE WARNING SURFACE %
POST-DEVELOPMENT INFORMATION: EE(EE%I?ROEFII\_IECTRI\IQ% SIDEWALK RAMP Q?

IMPERVIOUS AREAS (TOTAL) 62,854.00 S.F (1.45 AC.) 30.08% RETRO RELIiLECETIVE TRAFFIC CONTROL POLE NN

o T il : g - HA TRAFFIC CONTROL BOX
ASPHALT & CONCRETE AREA 62,854.00 S.F. (1.45 AC.) 30.08:70 FRAME/ /,«z/ CONC. POLE WITH FLEC. BOX u

POND AREA 819000SF) (O19AC)|  3.94% HOUSE /D) TRAFFIC CONTROL BOX 5

PERVIOUS AREA 146,870.00 S.F. (3.37 AC)) 69.92% / TWO (2) COMM BOXES Q
TOTAL POST-DEVELOPMENT INFORMATION 209,724.00 S.F. (4.82 AC.)| 100.00% ’ Ve METAL POLE FOR BILLBOARD

RV SETBACKS:

RV SETBACKS:

FRONT (E) SIDE(N) SIDE(S) REAR (W)

REQUIRED: 10 5 5 5
PROVIDED : 1 5' 7 58'

sSunshinefil
A

Call 811 or www.sunshine811.com two full
business days before digging to have utilities
located and marked.

Check positive response codes before you dig!

SANITARY SEWER MANHOLE
N. RIM EL. = 14.08

COMMUNICATION BOX
ATTACHED TO UTILITY POLE

NW INV. EL. = /.28
NE INV. EL. = 7.78
SW INV. EL. = 7.23
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Call 811 or www.sunshine811.com two full
business days before digging to have utilities
located and marked.

Check positive response codes before you dig!
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450 Magnolia Avenue, Panama City, FL 32401
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Elizabeth S. Moore, PE
FL License No.: 57607

NOTE: BOTTOM OF POND = 10.00' DISCHARGE STRUCTURE

ALL SLOPES AND BERMS SEE DETAIL SHEET C2.0
SHALL BE STABILIZED WITH 30% REVIEW
SOD-BERMUDA 419.
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F. 8502151286

CA Mumber: 31422

P.BRO.275.1285 »
450 Magnolia Avenus, Panama City, FL 32401

127 ASPHALT VARIES 127

e
— el

—
]

FL License No.: 57607

B C

Elizabeth S. Moore, PE

27 MAX

30% REVIEW

@ 1.5INCH TYPE SP 9.5 ASPHALTIC CONCRETE

6 INCHES LIMEROCK/CRUSHED CONCRETE BASE COMPACT TO
98% MOD. PROCTOR MAX. DRY DENSITY (AASHTO T-180; ASTM
D-1557). MIN. LBR = 100.

@ 12 INCHES STABILIZED SUB-GRADE (MINIMUM LBR=40)

NOTES:

1. CONTRACTOR MUST DEWATER AREA IN ORDER TO MEET COMPATION
REQUIREMENTS

Revision

ASPHALT DETAIL
N T S . Designed: R.RODNEY

Drawn: T.NEWMAN
Checked: E.MOORE
Job No.:  1906.001
Date: 11/18/24

CONSTRUCTION DETAILS
SMUGGLERS COVE
MARINA DEVELOPMENT
PANAMA CITY / BAY / FL

THIS SHEET NOT VALID FOR
CONSTRUCTION WITHOUT

COMPLETE SET OF PLANS. SEE
GENERAL NOTES FOR MASTER
LEGEND.

Sheet No.
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